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CHAPTER 1
INTRODUCTION

The experiment to scan continuously the solar hydrogen Lyman-
alpha line at 1216 Zl from a satellite was conceived as a result of several
concurring factors. These will be discussed briefly in turn. }

The importance of line profile studies for the quantitative deter-
mination of the key parameters used to describe the sun's atmosphere

(1,2)

has long been realized by astrophysicists. The profiles of resonance
lines of the elements or ions are especially helpful since the present
status of the theory, and the data now available on the solar spectrum,
encourage concentration on the simpler electron transitions. The reson-
ance line (actually two very close lines) of hydrogen is the first line of
the Lyman series, at 1216 R (ZpZPl/ZOIS/z—'lsle/z). Since hydrogen
is by far the most abundant atom in the sun, measurements made of the
profile of its resonance line would be very valuable in establishing a
correct model of the solar chromosphere. Early profiles(3) obtained on
rocket spectrograms revealed a half width of about 0.9 Z\, but did not
give good data in the maximum and wing areas because of low resolving
power. A high resolving power instrument in which 4the dispersing ele-
ment was a grating blazed in the thirteenth order of 1216 10& was success-

(4)

fully flown in 1959 yielding a profile with an average resolution of
0.05 A. A deep, central absorption pit was shown to be caused by the

earth's hydrogen atmosphere. The shallow absorption was attributed to

(5)

anlar effecte and wags first predicted by Miller, Astronhveicigte and
upper air physicists were still desirous of working with a profile for

which the resolution was of the order of 0.01 11 J. Warwick of H. A, O.
of Boulder, urged that our group consider a satellite experiment for con-

tinual monitoring of the Hydrogen Lyman-alpha profile at high resolution



in order to get better data, not only on the profile, but on the variation
of the profile with depth in the earth's atmosphere and on the variation
of the profile with solar activity, \{he development of the echelle as a
basic unit for a spectrometer of high dispersion was at this time complete;
the problem of photoelectric detectors for missile instruments was well
on its way toward a solution;(G) and the use of magnesium fluoride film
on opaque aluminum to enhance ultraviolet reflectivities at normal inci-
dence was established. @ The feasibility of a Hydrogen Lyman-alpha
echelle spectrophotometer was tested by a long series of laboratory
experiments. Several optical lay-outs were tried and the one finally
selected is shown in Figure 1. Light from a distant source is focussed

in a "monocnromatic" range by a grating G1 , on the slit, S Light

1

passing through the slit diverges to grating G, where it is collimated,

finally striking the echelle at E. Bqth G1 ande2 are in Wadsworth-
type mounting arrangements. The echelle disperses at right angles to
the plane of the figure, The retuming light strikes G‘-2 , is dispersed in
the plane of the figure (separating overlapping orders from the echelle)
and is focussed at slit SZ‘ The echelle is rotated slightly about a ver-

tical axis in order that the final image of S. be displaced slightly from

1
Sl. The slit S, is movable, and scans the image, Several types of

phototubes werze tried as detectors, as well as film for test purposes.
The high resolution possibilities were confirmed, although at first
there was difficulty experienced with ghosts and scattered light from the
echelle for the Hydrogen Lyman-alpha line. It was found that a proper
choice of echelle, and a trial and error realignment of it over small
angles, reduced these effects to the extent that they no longer had an
appreciable influence on the resolving power, The latter was computed
to be, in terms of wavelength separation, for the slit sizes used,
0. OLZ\..

The solar spectroscopist is involved with the problem of inferring

from spectroscopic and related data on solar radiation, all the important

details on the nature of the solar atmosphere. In recent years the
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guestion has been ‘debated:(s) can one always assume local thermo-
dynamic equilibrium (L.T.E.) in solving problems of the solar atmosphere?
Also, to what extent cén the assumption of a homogeneous (spherically
symmetric) solar atmosphere berelied on? A new approach drops the
assumptions of L T.E., replacing it with the more general approach that
detailed statistical equilibrium holds. Moreover an effort is made to
account for apparent inhomogenuities in the atmosphere (spicules, etc.)
and to account for the transfer of mechanical energy into other forms.
Observational data on emission resonance lines that fall in the far ultra-
violet of the solar spectrum are significant, if the new approach is
necessary, only if high resolution profiles are available. Unfortunately it
is not yet known whether exact, high resolution profiles will effect a
unique determination of such parameters as temperature, temperature
gradients, electron densities, relative abundances, etc. But it is clear
that good profiles give much more to work with in the process of inferring
the general picture of the solar atmosphere (half-widths, absorption dips,
wing fall-off, general shape, etc.). The satellite profiles would supply
an observational need by providing Hydrogen Lyman-alpha profiles of
higher resolution than ever before obtained. The fact that they would
also represent a continual sequence of measurements of the profile over
an extended time would enable one to learn something about the changes
in the solar atmosphere associated with solar activity (sunspots, plage
areas, flares).

Neutral hydrogen in the earth's upper atmosphere has already
been detected because of its absorption of a narrow section of the central
part of the solar Hydrogen Lyman-alpha radiation coming'through a great
variety of thicknesses (optical depths) of the earth's atmosphere., The
effects of not only hydrogen, but molecular oxygen as well could be de-
tected. Assuming spherical symmetry one finds it a straightforward, if
not easy, process to calculate the particle density distribution of the

absorbing gas as a function of height above the earth's surface.
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CHAPTER 1I
THE SOLAR LYMAN-ALPHA PROBLEM

As discussed above, the study of the main profile of the solar
Lyman-alpha emission line, aside from the deep central reversal attributed
to neutral hydrogen between the earth and the sun, can yield vital infor-

(1)

mation regarding the sun. Morton and Widing as well as Jefferies and

Thomas(z) have analyzed the profiles obtained by Purcell and Tousey(s)
from the point of view of the Jefferies and Thomas theory of line formation
by noncoherent scattering in a nonequilibrium chromosphere. The theory
as thus far applied seems to be in fair agreement with the observed pro-
files and it is apparent that improvement in this situation will require
refinement of the simple "two level atom" representation which has been
used so far, Morton and Widing showed that qualitative agreement be-
tween theory and observed profile could be obtained both for profiles for
a normal region and one from a strong plage region, They also made cal-
culations regarding the ratio of maximum to central intensity and the
separétion of the two maxima as a function of distance from the center of
the disc toward the limb, Their indications were that both the ratio of
maximum to central intensity and the separation of the maxima should in-
crease toward the limb and they comment that the rocket spectra of Purcell
and Tousey show these effects although not conclusively., Reference may
be made to these authors for more details.

At this point it is of interest to compare the spectrograph used by
Purcell and Tousey with the spectrophotometer being described here from
the point of view of the suitability of the instrument for recording profiles
of interest from the solar physics point of view, The spectrograph of
Purcell and Tousey was stigmatic so that the different parts of the

spectral line recorded on the film corresponded to positions along a nearly



diametrical chord across. the sun, Both their laboratory tests and the
flight spectra showed that the stigmatic condition was closely met. The
NRL instrument of Purcell and Tousey was flown on a biaxial pointing
control furnished by the LASP of the University of Colorado which dir-
ected the instrument at the sun, and maintained accurate pointing to
within 1 minute of arc. Thus the top and bottom edges of the NRL ex-
posures were sharp. However, there was no control of the rotation

about the axis from the rocket to the sun. Therefore, the slice cross

the sun imaged by the spectrograph rotated slowly around the sun as the
rocket yawed, tending to some extent to average plage and non-plage
regions. However, for some of the shorter exposures, it was possible
for the NRL group to extract profiles of three regions of different types on
the solar disc. It was also possible to measure the profiles as a function
of distance from the center of the disc to the limb., The three regions
were one with little plage activity, one with a typical plage area showing
slightly greater intensities of the short wavelength peak, and a plage
with reversed asymmetry. Thus, with a stigmatic image of the sort
provided in the NRL instrument and with photographic recording, it is
possible to make interesting comparisons between the profiles from the
two different regions on the sun. The Lyman-alpha spectrophotometer,
which is the subject of this report, is also a nearly stigmatic instrument;
but the sampling of the Lyman-alpha image formed by the system is done
by a slit which samples the entire diameter of the sun, sacrificing be-
cause of the rather low intensity the possibility of resolving detail as a
function of distance along the diameter., Hence the profile to be obtained
with this instrument is an average profile for the entire diametrical slice
of the solar image,

At this point it should be noted that the efficiency of the spectro-
photometer, meaning the percentage of the total flux incident upon the
exit slit plane which is actually utilized, is much lower than it would be
for a corresponding photographic instrument, The Lyman-alpha spectro-

photometer as flown on July 24, 1963, scans a region of the spectrum



3 ;\ wide in 300 steps. Thus for any given wavelength the instrument
samples only 1/300 of the available light flux. A photographic instru-
ment of the samé design would on the other hand utilize 300 times as
much light or the entire flux available at the exit plane.

Measurements made from the NRL SR-1 satellite with a Lyman-
alpha ion chamber over a period of severai months indicate that the total
change in Lyman-alpha radiation accompanying distinct solar events is
a small fraction of the average solar Lyman-alpha emission from the
whole solar disc. From this one can conclude that rapid changes in

(4)

solar Lyman-alpha radiation are not geophysically significant.
In describing a limb flare of August 6, 1960, Kreplin et al. (4)
point out that during the interval of onset of the flare the total Lyman-
alpha radiation from the sun increased by no more than 5%, this small
increase being somewhat uncertain since it was at about the limit of
reading accuracy of the satellite records. However, assuming that the
increase was real and assuming also that the cross sectional area of the
flare was 240 millionths of the solar disc, as estimated from ground
based photographs , then they show that the Lyman-alpha brightness of
the flare would be 150 times the average Lyman-alpha brightness of the
solar disc, Also the Lyman-alpha energy emission of the flare would be
about 0. 25 erg/cmz/ sec at the earth compared with a total x-ray emission
of about 0.6 erg/cmz/sec. Thus, although it is sure that the possible
increase of 5% in the total Lyman-alpha radiation could not have been
responsible for the geophysical effects produced by this August 6 flare,
one can not on the other hand conclude that the Lyman-alpha emission
can be neglected as an important mechanism of energy loss from the

(5)

flare region although Elwert states ' that conduction loss from the flare
may predominate over radiation losses.

On these considerations one can draw certain conclusions regard-
ing the utilization of the Lyman-alpha spectrophotometer being described
here for continual monitoring of the profile of the solar Lyman-alpha

emission line with the instrument installed in a satellite vehicle,.



-

Briefly, the conclusion is this: that the monitoring of the line shape
from a satellite vehicle with the instrument as now designed may not be
particularly exciting since, because of the fact that the profile is
averaged over a diametrical chord of the sun, the changes in profile
which could be expected to occur in active regions of the sun would be
smeared out because the active regions constitute a rather small per-
centage of the disc. For the proper application of this instrument to the
solar physics problem of the study of the Lyman-alpha profile, two
approaches offer themselves., The first approach, and perhaps the
surer, would be to convert the instrument from photoelectric recordings
with telemetry of data to a rocket-borne photographic instrument with
parachute recovery of the instrument and film, Operating in this way it
would be possible to make several flights and to gather spectra at high
resolutions which would provide the opportunity of clearly delineating the
differences between quiet and active regions of the sun. The efficiency
of the instrument as pointed out above would be effectively increased by
a factor of 300, And the instrument would be fast enough so that the
rotation of the rocket vehicle about the axis from the rocket to the sun
would be of relatively small importance. An exciting alternative or
supplement to this usage of the instrument would be to concentrate effort
upon the problem of increasing its speed so that profiles could be ob-
tained by photoelectric - telemetry recording from a smaller segment of
the sun. If the Lyman-alpha spectrophotometer were able to sample a
smaller portion of the disc, then one would be in a position to utilize
the raster scanning capabilities of the OSO type satellite to obtain a
series of profiles covering the surface of the solar disc. The increase
required to do this would be about a factor of ten in sensitivity over the
initial sensitivity of the rocket instrument flown in July. One would then
be able to sample an area of the sun equal to 1/10 that sampled by the
July rocket instrument, which sampled a diameter of the sun image
formed by the optical elements of the spectrophotometer. The image

diameter at the exit slit plane was 1.8 mm. and the image area 2.55
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mm, 2 The slit width was 17 microns and therefore an area of 3,05 x
104 (microns)z or 0.012 of the total image area was sampled. Increasing
the sensitivity of the instrument by a factor of ten would then enable
one to sample only 0.0012 of the total image. If, on progressively
scanning the sun, the sample area included a flare whose cross-section -
following the estimate of Kreplin, Chubb and Friedman(4) included 240
millionths of the solar disc, this would be equivalent to 1/5 of the area
sampled by the spectrophotometer compared to 1/50 for the spectro-
photometer flown earlier. If, as estimated by Kreplin et al., the Lyman-
alpha brightness of the flare was of the order of 150 times the normal
Lyman-alpha brightness of the solar disc, then for a spectrophotometer
sampling 1/10 of the diameter with a slit 17 microns wide as specified
above, one would see an enhancement by a factor of 30 over the quiet
areas of the sun. This can be compared with an enhancement by a factor
of about 4 times the normal quiet sun background for the instrument samp-
ling a complete diameter of the solar image, Although the ability to
record enhancement due to a flare under either condition, that is, by a
factor of 4 or a factor of 30, is sufficiently exciting to make the experi-
ment more than worthwhile, increased sensitivity would of course yield
more useful data. On the other hand, although it had not been planned
to execute a scan of the sun with the Lyman-alpha spectrophotometer
sampling an entire diameter, the possibility that a flare of the intensity
estimated above would give an enhancement of total intensity by a factor
of four if it happens to fall within the area sampled by the instrument
indicates that it may be well worthwhile to consider a scan even if the
less sensitive configuration is flown,

This may be imporiani because, whnile it is relatively easy to
speak of improving the instrument so that its sensitivity is enhanced by
a factor of ten, the fact remains that the instrument is a complex one

and is difficult to set up and align as presently designed. The work of
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improving the optiés and the general configuration of the instrument to
obtain a factor of 10 improvement in sensitivity may be a rather long
drawn out process, whéreas we have the possibility of obtaining im-
portant information regarding the onset of flares and other solar activity
with the instrument as presently designed. There is also the opp‘ortunity
of making a significant contribution to geophysics by mapping the altitude
distribution of the earth's hydrogen atmosphere at great heights. This
aspect of the utilization of the Lyman-alpha spectrophotometer will be
discussed in the following chapter,

Even if the Lyman-alpha spectrophotometer could be flown in a
satellite capable of executing a raster scan so that profiles typical of
points covering the entire disc of the sun could be obtained, the odds
against obtaining a profile for a particular flare are impressive in the
absence of additional sophisticated mechanisms for detecting and
pointing the instrument to the flare region. The rocket version of this
instrument scans a 3 11 section of the spectrum in 300 steps or segments
at the rate of 3 segments per second so that the entire profile is
scanned in 100 seconds. For the satellite version of the instrument it
was planned to operate at the rate of 2 sec. per segment allowing a
sample time per wavelength increment 6 times as long as was permissible
for the rocket flight with a consequent increase in the number of counts
per sample. However, at the rate of 2 sec. per segment, a complete
scan of the Lyman-alpha profile would take ten minutes. According to
the initial plans this would permit several profiles per orbit which would
be a considerable amount of data., If it were possible to operate the
spectrophotometer at 0,01 IDX nominal resolution in such a way that it
sampled one tenth of the diametrical chord of the sun, it would take a
scanning program of ten steps per horizontal sweep and 100 sweeps to
map the entire disc of the sun., Even at the faster rate typical of the
rocket instrument this would require 105 seconds or slightly better than

twenty hours of operation to map the entire disc of the sun. If a
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mapping program was set up with the satellite spending approximately
one third of its time in the shadow and assuming that the average flare
has a duration of-one half hour, then the probability that a scan would
be obtained for the region of the sun including the flare would be approx-
imately 0,012, This, however, is for the high sampling rate of the
rocket instrument, This high rate was chosen only because of the short
duration of the rocket flight and our desire to get more than one scan of
the profile for the rocket flight, The data would be much smoother for
the slower sampling rate originally planned for a satellite version, At
that rate with ten minutes per profile scan the probability that any flare
would be seen under these conditions would be six times less or roughly
one in five hundred, So attractive as the prospect of obtaining a Lyman-
alpha profile from a flare may appear, the instrument as now designed
would seem to be suited primarily to examining the differences in the
profile from the quiet sun disc and from longer-lived active regions such
as plages. If one were content with sampling the entire diameter or
chord of the sun at each position, thus having for example, a 100-line
one—diréctional sweep, these probabilities could be increased. Thus
for the high speed scan at 100 seconds per profile we would have roughly
a probability of 0.12 of seeing a half hour flare and for the longer ten
minute scan per profile a probability of 0.02, If we assume that during
the quiet sun period we have a probability of 0.1 that there is one sun-
spot group on the solar disc and that we can expect one flare every
seven hours during the lifetime of a sunspot group, then we would expect
to get a Lyman-alpha flare profile every ZpQ hours, where p is the
probability of seeing a given individual flare, Thus, for a low speed
profile scan using a 100-line one-directional sweep (i.e., sampling an
entire chord of the solar image) we would expect to see a flare every

70

O.—OZ— = 3500 hours = 146 days.

For the same slow profile scan sampling one-tenth of a chord for each
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profile, we would éxpect to wait approximately 1460 days (four years)
to see a flare, Obviously one should not plan on seeing a flare during
a quiet sun period but, rather, one should plan to study other solar

phenomena which are either more common or of longer average duration.
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CHAPTER 111
THE GEOPHYSICAL PROBLEM

As explained above, the Lyman-alpha spectrophotometer will
monitor the shape of the solar emission line at 1215.7 10\ From the work
of Purcell and Tousey(l) we know the shape of the line and, in particular,
we know that it exhibits a deep central reversal attributed to absorption
by neutral hydrogen between the spectrophotometer and the sun. From
estimates of the equ_ivalent width of the central absorption, Tousey and
Purcell estimate that a total of 2 x 1012 atoms per square centimeter
(column) are in the line of sight for zero zenith angle, assuming the
hydrogen is located rather near the earth. From their data they were
able to make an estimate of the equivalent width of the central absorption
over a height range of apprdximately 97-200 kilometers. Approximately
half the hydrogen appeared to be located between 97 and 198 kilometers.

The second flight of the same experiment resulted in similar pro-
files being obtained and a statement to the effect that "the total hydrogen
quantity above the 100-kilometer level is about the same as before, but
that the change of total hydrogen with altitude is less than is indicated"
--in the earlier flight,

(2,3) the NRL group has detected

During night-time rocket flights
an intense source of hydrogen Lyman-alpha radiation in the night sky.
The detectors used were nitric-oxide~filled ionization chambers sensitive
to a wavelength band between 1050 A and 1225 ;\ , with a more recent
flight being fitted with an atomic hydrogen fiiter 10 posiiively LQEntiiy
the incident radiation as Lyman-alpha.

The Lyman-alpha ionization counters detected an intense diffuse

glow starting at about 75 kilometers. They began to detect another glow

from below at 85 kilometers. Both signals increased until the rocket
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reached about 120 kilometers, above which altitude the signals remained
constant, The signal from below was 42% as great as the signal from
above., The diffuse glow from above was almost independent of rocket
aspect except for a very shallow minimum in the anti-solar direction.
The most interesting features. of this Lyman—alpha night glow are its
approximate uniform intensity and its great intensity, In the original
description of the night-time Lyman-alpha experiment,Kupperian, et al.,
reported also, a measurement of the albedo of the solar Lyman-alpha
emission line from the daylight side of the atmosphere. This was less
than 2% of the incident Lyman-alpha radiation as compared with the 42%
apparent albedo on the night-time side, The great difference in the
albedos measured on the night-time and day-time sides of the earth is,
of course, consistent with our present knowledge of the extremely deep
reversal of the solar Lyman-alpha profile. Initially, Kupperian(z) and
several others explained the differehce in the albedo, and later, the
deep central reversal of the Lyman-alpha emission line with an argument
that the night-time Lyman-alpha glow was solar radiation which has been
scattered resonantly by hydrogen atoms in interplanetary space beyond

the earth's orbit. (5.6,7)

It was also pointed out that, if the inter-
planetary hydrogen were not appreciably hotter than the terrestrial hy-
drogen at the 100 kilometer level, it would likewise scatter only the
center of the solar line, so that the line width of the night glow incident
upon the atmosphere would be of the same order as the width of the
cross-section of the terrestrial hydrogen and, therefore, lead to a large
albedo at night and a small albedo at day.

F. S. Iohnson(8 :9) has however pointed out that, if the Lyman-
alpha radiation incident upon the night-time atmosphere from above
originated from the resonant scattering of solar Lyman-alpha radiation
by interplanetary hydrogen, the resultant Doppler shift because of the
orbital motion of the earth would be so great as to preclude the possi-

bility of an albedo as great as 42%. The great upward intensity of
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Lyman-alpha would then have to be attributed to Lyman-alpha radiation
from some excitation mechanism working on the neutral hydrogen below
rocket altitude. In view of the great excitation potential of the resonance
line of hydrogen (of the order of 10 electron volts) this seems quite un-
likely, and the present view of most workers in the field, including
those who were the strongest advocates of the case of Lyman-alpha
arriving from resonance scattering in interplanetary hydrogen, is that the
night-time Lyman-alpha results from resonant scattering of sunlight by
an envelope or geo-corona of neutral hydrogen constituting an extended
outer atmosphere of the earth. (10,11,12)
The inherent difficulties associated with rocket and satellite
experimentation are such that we have only a few measurements of
night-time Lyman-alpha radiation, and only two measurements of the
Lyman-alpha profile, There have been no experiments yet performed
which provide reliable estimates of the altitude distribution of neutral
atomic hydrogen in the earth's outer atmosphere. The Lyman-alpha
spectrophotometer developed under the present contracts is ideally
suited to this geophysical problem. The direct observation of the alti-
tude distribution of atomic hydrogen by noting the changes with spectro-
photometer altitude of the depth, or of the equivalent width, of the deep
central reversal of the solar Lyman-alpha line should be accomplished
several times, especially during the coming solar minimum. Other
approaches which would yield information as to the -altitude distribution
could come from additional Aerobee rocket flights, deep space probes
carrying Lyman-alpha spectrophotometers, operation of a Lyman-alpha
spectrophotometer on a satellite in a circular orbit as has been visual-~
ized from the start of the work and operation of the instrument in a
satellite placed in a highly elliptic orbit.
The following two paragraphs are quoted from Johnson and Pish(7)

as a brief historical outline of the problem of the altitude distribution of

atomic hydrogen:
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The first suggestion that the upper portion of the earth's
atmosphere might consist mainly of hydrogen arose shortly after
the discovery of the stratosphere, If there were a total absence
of mixing in the stratosphere, Dalton's law indicates that each
of the various atmospheric constituents would be distributed
independently of the others; hydrogen, because of its light
weight, would in this case predominate over all other atmos-
pheric gases above some level. An altitude of 75 km was
given as that above which molecular hydrogen would predominate
(Humphreys 1920; Jeans, 1925). In 1932 Epstein showed that
the time required to establish such a diffusive separation is so
long that it could not be expected to occur. This viewpoint
was later confirmed by sampling experiments performed in V-2
rockets (Martin, 1954) and by mass spectrometer measurements
in Aerobee rockets (Townsend, et. al., 1954),

The identification of OH radiation in the night airglow (Meinel,
1950) led to the first indication that an atomic, rather than a
molecular, hydrogen corona might surround the earth. Bates
and Nicolet (1950)13, in explaining the origin of the OH radical
in the atmosphere, concluded that atomic hydrogen was released
at a rate of 108 atoms cm'zsec"1 by photodissociation of water
vapor and methane at an altitude near 80 km in the earth's at-
mosphere. They stated that the atomic hydrogen would not enter
into chemical reactions but that it would diffuse up through the
atmosphere and finally escape into space. Chapman (1957) was
the first to draw attention explicitly to the fact that atomic
hydrogen should predominate as an atmospheric constituent above
some altitude, which he estimated should be between 1000 and
2000 kilometers,

The present status of theoretical work is excellently summarized

(11) (7) (8) (9)

by Bates and Patterson, Johnson and Fish, Johnson, Brant,

(10)

Donahue, and others and will not be discussed in detail here, It is
sufficient to point out that the theoretical prediction of the altitude dis-
tribution of atomic hydrogen is an exceedingly difficult problem, In par-
ticular, it should be noted that the absolute magnitude of the escape flux
of atomic hydrogen is but poorly known, Also poorly known is the relative
importaince ai ytedi dliitudes of atomic hydrogen in bound satellite orbits
and in the higher energy re-entrant orbits, The reason for this, of course,

is that the lifetime of a neutral hydrogen atom in such an orbit is also

poorly known, If the number of hydrogen atoms in such high orbits is
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important in the overall total altitude distribution, then we would expect
to experience changes with solar activity since all radiation of wave-
lengths shorter than 900 11 is capable of ionizing hydrogen, and thus the
rate of removal of atoms in satellite orbits would vary with solar activity.
At the present time, theoretical attempts to estimate these effects are
quite unsatisfactory, For this reason, it would seem important to de-
termine the altitude distribution, not only during the coming minirhum

of solar activity, but in later years as solar activity increases.
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CHAPTER IV
DESCRIPTION OF THE HL-a SPECTROPHOTOMETER

OPTICAL DESIGN

The HL-a spectrophotometer is a high-resolution scanning instru-
ment specifically designed to record the details of the solar HL-o
emission line profile, The heart 6f the instrument is a 73-line/mm plane
echelle grating used in the 200th order with a resulting linear dispersion
of approximately 6 Z\ per centimeter at the final image plane. A theor-
etical resolution in excess of 0,01 1‘;‘ is obtainable although the design
target is 0,01 ;\ A crossed concave grating is used to collimate the
radiation illuminating the echelle and to refocus light from the echelle
at the final image plane and to help prevent troublesome overlapping of
echelle orders, The eollecting optic for the spectrophotometer is also a
concaveb grating which limits the band of wavelengths accepted by the
instrument and thus helps reduce internally scattered light, The physical
dimensions of the concave gratings and the echelle are such that each
surface produces approximately full illumination of each succeeding sur-
face. Both concave gratings constitute optical systems with apertures
of approximately f.7.

Referring to Fig., 1, the instrument is oriented by a pointing con-
trol so that parallel solar radiation is incident upon the concave pre-

dispersion grating, G, , which disperses in the plane of the drawing. The

1 [ 4
grating is mounted in the Wadsworth configuration with its normal
coincident with the central diffracted ray of HL-~& and passing through

the center of the entrance slit, Sl' The entrance slit is placed in the

principal focal plane of G, with its long axis in the plane of the drawing,

1
The sun is imaged in HL-a and adjacent wavelengths on Sl' G1 has a
grating constant of 1200 lines per millimeter and a radius of curvature
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of 40 centimeters. This together with the two-millimeter length of Sl—-
slightly greater than the diameter of the solar image--results in a

166 Il-wide band of wavelengths centered upon HL-a& being admitted into
the iﬁstmment. A polished baffle intercepts central image light from G‘.1
and reflects it back through the entrance aperture,.

S1 also lies in the principal focal plane of a second concave
grating, GZ' whose normal passes near S1 as described below, GZ'
with a grating constant of 1200 lines per millimeter and a radius of
curvature of 100 centimeters, is illuminated by S1 and disperses light
in the plane of the drawing as does Gl' Because S1 lies in the principal
X the diffracted light from G2 is collimated.

The plane echelle grating, E, is blazed at an angle of 63° 26',

focal plane of G

which is also approximately the angle of incidence and angle of diffraction,

and is illuminated by the collimated light from GZ’ its center coincident

with the central diffracted ray from GZ' The echelle orientation is such
that it disperses light in a plane normal to the plane of the drawing. The
echelle grating constant is 73.25 lines per millimeter with the result

that light diffracted from it toward G, parallel to the incident light lies

in the 200th order. Strictly speakingz, the 200th order lies above the
incident light direction. The 200th order lies nearer the center of the
single-slit diffraction envelope of the echelle grating than does the
199th order, and therefore it is the one that was used. The single-slit
diffraction envelope is of course determined by the "step" width, a, of
the echelle grating, the central maximum having a width of 27 as de~-

termined by the
si 2 7a sind

Ry )

2

.ra sing |

t ]
term of the expression for intensity due to a diffraction grating. Since
there is a phase difference of ¥ between succeeding orders, two orders

will appear within the central maximum of the single-slit diffraction

envelope (see Figure 16). The "depth" of an echelle step - 2a in this
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case - generally will not be an integral number of wavelengths. This
results in there being no order coincident with the center of the dif-
fraction envelope. Rather, the two orders lying in the central maximum
will be located relative to the center as determined by the degree by
which the step depth differs from an integral number of wavelengths.
Generally, therefore, the two orders will have unequal intensities as is
the case here.

G2 is re-illuminated by the light diffracted from the echelle. This
light which is also collimated since the echelle grating is plane, is again
diffracted by G2 in the plane of the drawing and is focussed in the prin-
cipal focus plane at the scanning, or exit, slit, SZ' Since the final

image and S2 must lie to one side of S1 , the normal to G2 is positioned

at the midpoint between S1 and S2 and the echelle is rotated in the
counter~clockwise direction from the "normal" position to affect the
proper image position. Therefore, as was the case in the pléne normal to
the plane of the drawing, the diffracted light from the echelle is not quite
parallel to the incident light with reference to the plane of the drawing.
The final'image is intercepted by S2 behind which is located a

rhulti_plier photo-tube. The light passing through S, falls on the photo-

2
sensitive surface of the photo-tube and is converted into a usable signal.
The image at S, has a length in the plane of the drawing equal to the

length of S

2

1 and a "height"” normal to the plane of the drawing dependent

upon the wavelengths present (see Figure 2), SZ’ whose long axis is

nearly parallel to that of S, , is mounted in a scanning block whose

1
motion is also normal to the plane of the drawing. (The final image is
rotated slightly relative to S1 because of the rotation of the echelle

grating mentioned above.) Thus S,, during the scan cycle, samples in

2 I
succession narrow bands of wavelengths in the final image.

While the theoretical resolution of the spectrophotometer is
greater than 10"2 A, a practical design resolution of 0.01 A has been

chosen. Consistent with this, the width of both S1 and S2 is approximately
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17 microns, while their length is 2 millimeters. The diameter of the

solar image falling on S, is 1.86 millimeters. Assuming that the image

1

is centered on S, , approximately 1.2 minutes of arc are allowed in

either direction elilong the length of the slit for pointing control error
which is considered to be approximately + one minute of arc. It should
be noted that a pointing control error in a direction along the slit is re-
flected as an apparent intensity variation at the final image if the error
exceeds the above limits or if G1 is for some reason misaligned in that
direction. On the other hand, a pointing control error or a misalignment

in a direction normal to the length of S, results in an apparent intensity

variation proportional to the sine of the1 angle subtended at the center of
the solar image by the chord established by the slit. Therefore, rela-
tively large errors in this direction may be incurred with negligible
apparent intensity changes. These two considerations of the effects of
pointing control errors are important in the interpretation of the results

of the rocket flight of a model of this instrument as will be shoWn later,

MECHANICAL DESIGN

The relatively long optical paths of the spectrophotometer, which
are necessary in order to produce the high linear dispersion, require
that the optical components be held in their proper positions with rather

great precision. The spacing between G_, and the two slits, S1 and S

2 2
~~-approximately 50 centimeters—-must be held to its final adjusted value

within 40 microns to avoid adverse de-focussing effects. The angular

orientation of G2 must be held to within 10_4 radians for translational

stability of the final image. The angular position of the echelle grating
must be similarly maintained, In satisfying these requirements,

- V1 ot~
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extremely important. Payload space and weight limitations do not de-

tract from the problem,
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Baseplate and Housing

Basically the instrument housing consists of two approximately
symmetrically-shaped sections, one acting as a baseplate and the other
as a cover. The heavy baseplate provides most of the mechanical
strength and rigidity, while the cover, much lighter in cross-section,
serves largely to make the instrument light-tight and to provide pro-
tection for the components, though it does increase the stiffness of the
structure to some extent, All units and components are attached to the
baseplate.

In addition to the required mechanical strength of the baseplate,
dimensional stability with temperature changes must be considered.
Specifically, the effect of temperature on the critical distance between
G2 and the final image plane must be minimized either by compensation
or by minimization of gross temperature effects, Actually, a combination
of the two was chosen in the design. The baseplate material was chosen
to have a low temperature coefficient of linear expansion;b and at the
same time, the material for the optical blanks was chosen to have as
nearly as possible the same temperature characteristics.

For these reasons, Invar was selected for the baseplate material,
and fused quartz was selected for the critical optical component GZ' )
Invar has a temperature coefficient of linear expansion of about 1.6 x 10
per degree Centigrade, and that of quartz is approximately 4.2 x 10_7
per degree Centigrade, | Considering the allowable change in distance
between G2 and the final image plane, an operating temperature range of
+ 33 degrees Centigrade is allowable,

However, focussing considerations are only a part of the tempera-
ture effects which must be taken into accouni. Due tu ihe fact that the
baseplate is an unsymmetrical section and that the baseplate material
will have unrelieved residual stresses, there will be unpredictable

twisting and bowing of the baseplate with temperature changes. In

addition, the grating constants of both the concave grating, GZ' and the
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echelle will change with temperature., These will combine to produce a
lateral shift of th»e image in the final image plane. Tests have shown
that image shift as a result of all these factors combined is such that
an operating range of approximately + 20° C, is allowable, compared to
the + 33° C, stated above, Therefore, image translation is the more
critical consideration. |

In view of the possible effects of temperature on instrument
characteristics, it was necessary to have a reasonably accurate pre-
diction of the temperature environment to which the instrument would be
exposed, The instrument was designed primarily for a flight in an or-
biting satellite, and would therefore be exposed to a rather complicated
temperature environment, Calculations were made to determine the
thermal-balance characteristics of the instrument in the satellite environ-
ment. The basis of the calculations can be described generally as a
consideration of the radiation sources and sinks the instrument would
"see" during flight, From this information, the desired absorptivity and
emis sivity of the various instrument surfaces were determined which
would result in a nominal average temperature not too different from that
of the satellite. From this, paints and surface finishes were selected

which would produce the desired result,

Optics Mounts

The requirements for the mounts holding the optical components
can be no less stringent than can those for the baseplate to which the
mounts are attached. The instrument contains three optical components,
and all three must be adjustable to some degree for final optical
alignment. At the same time they must be capable of being locked in
position after adjustment so that they cannot undergo excessive inelastic
motion,

The concave gratings, G1 and Gz , must have one translational
and three rotational degrees of freedom in order that they may be aligned

properly. Because of the large differences in sizes and masses of the



29

two gratings, their corresponding mounts are different. As will be
pointed out later, it perhaps would have been better had this not been
the case,

The grating, G1 , 1s the smaller of the two concave gratings,
being 45mm in diameter and 5mm thick. Referring to Figure 3, it is
clamped by means of three hold-down springs to a plate which is supported
by three adjusting screws attached at the back. The screws pass through
a second plate, which can be rotated about an axis coincident with the
grating normal and relative to the fixed mounting bracket to which it is
attached, and are held in alignment by means of snug-fitting shoulders.
Compression springs on the three screws force the screw shoulders to
seat and maintain the position of the grating relative to the mounting
bracket. The one translational and the two rotational degrees of freedom
are realized by the characteristics of the three-point mount. All adjusting
screws are locked with lateral set-screws after final adjustrhent.

The larger grating, Gz, in addition to being much more massive,
has even greater restrictions on its allowable motion because it acts as
a 4x optical lever. Therefore, its mount is much more massive and rigid
than the G1 mount. The mount consists of two main portions: the base
which is fastened rigidly to the instrument baseplate, and the grating -
mount proper which contains all the adjustments, Referring to Figure 4,
the base features a conical surface against which a matching surface in
the other portion is seated., Rotation about the central axis of the cones
is possible, and locking of the adjustment is frictional by means of the
compressive force exerted by the large bolt threaded into the front
section of the mount.

The grating proper is restrained in translation by being clamped
against hemispherical pads seated in matching sockets. All clamping on
the grating is such as to produce only compression and no bending, thus
minimizing distortion of the grating surface, The back surface rests

against three of the pads in the usual arrangement. The socket of one
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of the three pads is in the end of a threaded bolt so that the pad may be
translated parallel to the gfating normal, This motion is in such a sense
as to produce rotation of the grating about an axis parallel to its rulings.

The third rotational degree of freedom, that about an axis normal
to the rulings, is not a specific feature. I_t is accomplished by virtue of
adjusting the relative thicknesses of the other two pads on the back of
the grating. This adjustment, while critical, is not normally changed
during optical alignment after being once properly fixed.

Translational freedom necessary for focussing adjustments is ob-
tained by the use of a focussing ring as indicated. The ring is adjustable
on the barrel of the grating mount and determines the position at which
the front portion of the mount seats.

The mount for the plane echelle grating is very sturdy, but is
much simpler because only one degree of rotational freedom is required
(see Figure 5). None of the three translational degrees is critical,
During final adjustment, the echelle needs to be rotated only about an
axis normal to the blaze., The other two degrees of rotational freedom
are fixed by adjusting the thickness of the pads on which it rests to
insure the proper angle of incidence, The echelle mount is rather similar
to the GZ mount then in that it uses two concentric cones for positioning
and rotation, Hemispherical pads are used as with GZ’
Slit and Scanner Assembly

The entrance slit, S., and the scanning, or exit, slit, S,, are

1’ 2
housed in the same unit which is located so that both slits lie in the

focal plane of the grating, GZ' S1 , as stated previously, is also lo-

cated in the focal plane of the grating, G As the entrance slit is fixed

1
in position, Gl and GZ arc ooth pocitioned relative tn it The exit slit,
S2 , 1s movable in a direction perpendicular to the normal of G2 and

parallel to the plane of the echelle dispersion. Its line of motion is 1.9

cm, from the center of the entrance slit, SZ' lying in the plane of the
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final image, samples successive intervals of the image formed by G_ by

allowing a narrow band of radiation to pass through it and on to the :
photomultiplier detector lying behind it,

S2 is mounted in a block which is constrained to one translational
degree of freedom by V-ways and roller cones, The block itself is driven
by a cam follower riding a linear cam, The motion of the scanning block
is a linear function of cam rotation and has a peak-to-peak travel of 5mm
which corresponds to a band approximately 3 ;\. wide,

The cam is driven in discrete steps by a stepping motor to be
described subsequently, Compatible with the goal resolution of 0. 01 10&,
the slit, SZ' is approximately 17 microns wide and is advanced in
similarly spaced steps; i.e., the 5mm linear motion is transversed in
300 discrete steps., From this it is readily seen that the cam rotates in
steps of 0.6°.

The cam is driven by a stepping motor developed at this Laboratory
for the burpose. Fundamentally the motor consists of a 4-pole permanent-
magnet rotor driven by a series of 12 coils. Referring to Figure 6, the
driving coils are equally spaced at 30-degree intervals in a cylindrical
arrangement, The coils are wound on magnetically-soft steel bobbins,
One end of each form is pressed into a pole~piece which is machined to
provide a uniform air gap between it and the periphery of the rotor. The
other end of each form is pressed into a baseplate of magnetically-soft
steel which completes the magnetic circuit.

The rotor may be driven in either 30-degree or 60-degree steps
though the torque characteristics are much better if a 30~-degree step is
used. Four coils are energized in each step so that all four rotor poles
are driven. The motor can be stepped in excess of 10 steps per second
without the need for additional damping. At a power input to the motor
of 90 mw, and a gear ratio of 100:1, the motor will develop a torque of

about 5.5 in. oz. at the output shaft.
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Associated with the exit slit is a so~-called blackout blade,
This is an opaque baffle so placed that the exit slit at one extreme of
its motion is bloéked from the view of the photomultiplier detector, thus
preventing the photomultiplier from receiving any radiation from GZ'
This feature makes possible a non-radiation background reading once

during each cam rotation,

Other Aspects of the Mechanical Construction

The difficulty of assuring the control of environmental conditions
of the instrument under field conditions necessitates that precautions be
taken to avoid contamination of the instrument with dust particles and
other contaminants, To minimize such contamination, the entire instru-
ment case is closed off so that except during actual operation, the only
openings to the outside are through labyrinths, The rectangular aperture

before the grating, G, , is sealed by a gasketted door which is opened

during flight at a prec%etermine_d time,

Relief of overpressure within the instrument during the lift-phase
of the flight is accomplished by means of several vents located in the
baseplate of the instrument, The vents consist of labyrinths calculated
to allow the instrument to evacuate at an adequate rate. The vents are
light-proof, and offer no straight, unimpeded path for particles to enter

the instrument,.

ELECTRONICS

The HL-a spectrophotometer was designed primarily for a non-
recoverable satellite flight. Therefore all data generated by the instru-
ment is requiréd to be transmitted to the ground by an RF link. The
primary information gathered by the instrument is intensitv data obhtaingogd
as the highly dispersed spectral line is scanned by the narrow exit slit,
Basically, then, the instrument electronics is concerned with the problem

of detecting the radiation passing through the slit and converting it into
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a form suitable for transmission, In addition, secondary data in the
form of calibration voltages, relative wavelengths and temperatures

must be transmitted.

Radiation Detector

The ultraviolet radiation passing through the exit slit is con-
verted into a usable electric current by a photomultiplier tube containing
a tungsten photosensitive cathode. The usual method of detecting far
ultraviolet radiation has been with the use of one of the many glass-
enclosed photomultipliers available. These tubes nqrmally are sensitive
to some range of wavelengths lying in or near the visible region.
Sensitivity to the ultraviolet radiation to which the glass-envelope is
opaque is obtained by the addition of an external coating of some
phosphorescent material which absorbs the ultraviolet radiation and in
turn emits radiation of a longer wavelength,

The use of such a photomultiplier in the HL-a spectrophotometer
was undesirable for three major reasons. The mechanical shock ahd
vibration to which the instrument is subjected in a satellite-launching
vehicle is sufficiently severe that the survival of a glass-enclosed
photomultiplier is doubtful. A second reason is that the photocathode of
most photomultipliers has an efficiency of approximately 5 percent. ‘
Likewise, the efficiency of most phosphor coatings available lies in this
range, The resultant loss in sensitivity is to be avoided if possible
becausé of the low level intensity which is to be méasured. The third
reason for not using the usual type of photomultiplier is the rather high
dark or noise current that is present in their output unless rather elaborate
precautions are taken,

Several models of so-called "nude" photomultinliere are avail-
able which are not glass-enclosed, The entire structure is open to the
ambient atmosphere immediately solving the problem of an absorbent or
opaque envelope. Much greater mechanical strength is possible since

the elements can be supported in whatever way necessary to withstand
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shock and vibration. The tube must be operated in a vacuum, of course,
but this is no problem since this is also true of the entire instrument,
The tube chosen for the spectrophotometer was the Bendix Type

M-306 resistance strip photomultiplier. (1)

The photosensitive cathode
is of tungsten whose efficiency at 1200 5. is approximately 5 percent,
This tube is unique in that it does not have specific dynode or electron-
multiplying surfaces. Instead use is made of two closely spaced
parallel insulating plates which are coated on the adjacent surfaces
with a thin film of a semi-conducting material with a high secondary-
emission constant. The photomultiplier operating voltage of approximately
2000 volts is applied across the plates from end to end in parallel,
creating a longitudinal electric field, Crossed with this field is a uni-
form, static magnetic field produced by a series of permanent magnets
which are an integral part of the photomultiplier., The photocathode is
placed at the negative-polarity end 6f the plates in the plane of one of -
them which is termed the dynode strip. Over the cathode and in the
plane of the second plate, termed the field strip, is a transparent
suppressor grid. The collecting electrode, or anode, is placed at the
positive-polarity end of the plates. '
Electrons ejected from the cathode by incident photons are pre-
vented from escaping by the suppressor grid and are captured by the
longitudinal field between the plates. Because of the crossed magnetic
field, the electrons undergo a trochoidal motion toward the anode. By
suitable adjustment of the relative potential between adjacent ends of
the resistance strips, the trochoidal paths of the electrons are interrupted
by the dynode strip. Each collision of an electron with the dynode strip
ejects additional electrons which in turn repeat the process. The
optimum adjustment of the electric field direction produces that combin-
ation of the number of collisions and the number of resulting secondary
electrons which will produce the maximum anode current, Current gains

of the order of 107 are fairly readily obtained with the M-306.
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Photomultiplier Power Supply

High voltage for the photomultiplier is provided by a converter
power supply, Transformer Electronics Company Model 0164, which
supplies approximately 2000 volts (adjustable from about 1800 volts to
about 2200 volts) at 100 microamperes. The supply has a line regulation
of 0.2 percent over a 16-20 volt input range, Included with the power
supply unit is a protective shut-off circuit which is actuated when ex-
cessive current is drawn (See Figure 7). In actual use, the high voltage
is turned on at a pre-selected time, If for some reason the pressure
within the spectrophotometer case is too high, a glow discharge will be
set up by the high voltage., In addition, if the discharge is within the
photomultiplier itself, the tube may be damaged. The protective circuit
then turns off the high voltage in the event of excessive current; through
a time delay, the high voltage is turned back on after approximately ten
seconds., If the load current is still too high, the high voltage is again
turned off. This operation is repeated until the load current is within

acceptable limits,

Data Electronics

The output of the photomultiplier is a current proportional to the
incident radiation, neglecting the dark current or noise component. This
output may be treated as an analog signal and amplified and transmitted
as such, However, the intensity of the HL-o radiation and the optical
efficiency are such that only a few thousand photons per second are
available to eject photoelectrons, Rather than a continuous current
whose amplitude is proportional to the incident radiation intensity, the
output signal is in reality a series of discreet current pulses randomly
spaced.

This type of output is readily subjected to handling by counting
techniques which leads to a much more accurate method of data recovery.
Transmission of analog data, when one takes into account the inherent

accuracies of the various links involved, is usually accomplished with
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an overall accuracy of two to five percent. However, digital information
is not deteriorated during transmission and is essentially subject only
to the ability of the counter circuits to register accurately the photo-
multiplier output. In addition, the dynamic range of data that can be
transmitted by digital means is a function only of accumulator capacity
whereas the dynamic range of any single linear analog circuit can be no
greater than about 100 to 1, and is usually somewhat less. Owing to
the uncertainty of the intensity of the radiation that may be encountered,
a limited dynamic range easily can cause a majority of the data to be
missed because of too-low or too-high sensitivity.

The basis of the data electronics used in the spectrophotometer
is then predicated on the counting of discreet pulses. Basically the
electronics follows much the same operation that is used in laboratory
EPUT instruments, The photomultiplier output is sampled for a certain
length of time, the output pulses triggering electronic counters which
are then gated off and their contents read out by associated circuitry
and fed to the telemetering transmitter. At the end of the read time, the
counters are cleared and gated on for a new set of data. These operations,
of course, are synchronized, and the other functions carried out by the
electronics are likewise synchronized to form a logical sequence (see
Figure 8). |

The output of the photomultiplier consists of pulses randomly
distributed about some mean in both the time domain and in amplitude.

A given pulse shape is determined partially by the location and amplitude
of preceding and following pulses, but basically it is determined by the
time constants present in the output circuit. In any event the pulses

are sufficiently irregular that they must be shaped and standardized in
amplitude in order to be used as inputs for the counting circuits,
Therefore, the photomultiplier is followed by a preamplifier and trigger
circuit, Figure 9. Here the pulses are amplified to a level sufficient

for proper operation of the trigger circuit, which is of the Schmidt
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configuration. A certain amount of discrimination against noise is
accomplished here by adjustment of the threshold level of the circuit,
Pulses below a certain level do not trigger the circuit. These low-level
pulses consist largely of noise pulses generated by particles which do
not originate at the photocathode of the photomultiplier, but rather at
some point farther down the dynode strip. The output of the trigger
circuit then consists of pulses of constant amplitude and essentially
constant duration, The critical requirement for these pulses, other than
those characteristics mentioned, is that the pulse leading edge be con-
trolled to provide a certain minimum rise time. This is necessary in
order to provide adequate triggering of the counter circuits, and indeed
is a design consideration in determining the maximum acceptable pulse
rate. This rate was somewhat arbitrarily set at 500 KC, the nominal
maximum expected rate being somewhat less than 100 XC.

It is at this point that synchronized operation occurs, and it is
necessary to digress for a moment to discuss the choice of data output
used., In the original instrument design, it was planned to telemeter
analog intensity data. Two analog channels were envisioned, differing
in sensitivity by a factor of 10, to provide approximately 1000 to 1 dy-
namic range. These two analog voltages as well as calibration and
temperature voltages were to be subcommutated at a rate of approxi-
mately one per second., The time scale was such that a low-frequency
FM subcarrier was adequate for the data transmission, On this basis,
the 247 cps subcarrier was assigned to the HL-a spectrophotometer for
the specific flight for which the instrument was being designed.

Subsequent to this, many difficulties were encountered with the
analog data system as well as some of the components being used with
it, The system was adjudgcd to be verv unsatisfactory and to be re-
placed should the opportunity present itself. Such an opportunity did
occur in the form of a flight postponement of sufficient length to enable

the change to be made, However, the subcarrier assignment was fixed,
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and it was necessary to operate within the restrictions imposed by the
bandwidth available. '

A nominal upper limit for a pulse repetition rate at this subcarrier
frequency is 10 pps. The original instrument design called for com-
pleting one scan of the wavelength region covered (3 A) in approximately
ten minutes, or 600 seconds. Considering that the 3 ;\ range was to be
covered in 0,01 Io\ steps, or 300 steps total, a period of two seconds
was allowable for each complete cycle of operation.

As mentioned previously, somewhat less than a 105 pPps. rate
was expected at the wavelengths of maximum intensity. The use of a
minimum practical sampling period of about 0.1 second would result in
the order of 104 pulses being accumulated., A true digital system utilizing
a binary coded decimal format would require at least thirteen bits to
transmit the information. It was still planned to subcommutate the re-
maining data as a pulse amplitude modulated (PAM) signal, but the
required repetition rate to accommodate the primary and secondary data
was assuming borderline compatibility with the allowed bandwidth,

Therefore, a hybrid system was chosen in which all transmitted
data would be in the PAM form, but in which the primary intensity data
retained a resolution of one pulse. This was accomplished by utilizing
the Adcole Corporation Model 220 Decimal Counting unit which contains
five decades serially connected (see Figure 10). Each decade has a
capacity of 9 counts and zero so that the total stored capacity is 99,999
before recycle. Each decade has a single output in the form of a stair-
case voltage of approximately 0. 5 volts per step. Telemetering the five
outputs then accomplished the same purpose for which the alternate
binary coded decimal system would require 13 to 15 "outputs, " and at
almost 1o Cusi in accuracy. 1ne 0,5 voit steps amount to 10% of the total
allowable telemetered voltage range, It was felt that even poor telemetry

records would enable the resolution of the steps with little uncertainty,



46

AcCC Pal- 24 34
%022 ¥00! 22y
] %89 2
ol 9I4 xmmm lele]] 2y |
Nee %89 6lY
JI0-£0-281 4 A9juno) 9po2ag 022 1apOW * uo1010da0) 810PY uwmmu w_.wn.vo_ M"m
TERT ¥3L3WOLOHJON103dS 13%00H D-TH
N0Z2 MNOO! pdl:] 6621~ 'ON 4nokpT °
%028 0oLe £l *A94uUnod
w22 %89 ny #poo9p Jid peads mo| ¢ peads ybiyy -
‘Mmojeq
Ar %022 %00! oy 8|qD} ui peisy sebupbyd 0} (dedxe
: b [o]o]] Aiv Y 840/unod paeds mo|g ybiy yiogq
1N0 3SVOMIVLS %00l Wik 9 40} JWNS 9y} §| IDWIYIS S1y) -
096 08I V] ‘PRIJIDACIS 9SIMIFYIO SSOIUN SPDIOY
T VR o 04O MJOW U} 940 8104190009 |y *
x VR ‘paIy109ds  asImIY0
.a_w_> N _.w> wﬂ.%..mﬂ. Ss3jun 28H NI @40 sepolp |V *
peedg mo|pesdg ;o_zf S3LON

1N0 H3I9NYL —my

mc%
13¢39
M GIND
00! (37
- NI 4399141 ==
91y 1)
8y

WAA—O
28

2
22y or4-] /1] » o
b lolo]] %00!I 096
_M n R ) A N i4 oy 1°2-]
~ 1 NO, ! G . !
g vm g um { mw_wun g (3
3 JN @ i
o O 0O o] o] of of 9 (9] [2) POLNZ 80.N2
o x| ~ 2| ® uauoﬂu MWINMM_. «m_w T mul i0
EERE nn%ma CEEERREEREERR EEHE! o4 48
3l gl & &f N Gl ®f = 3| o

A
A
A

S22
240
Ly
€240, ,
2280, ,
289,

W.mm | amw m_aw ¥ ¥ th __xW | xo.w

) - Nzo._w

HGL 92H
YOOI GeH

NOG! ey
HNOOE £2¥
=5
ThA

ik

©o
N
x>
(S X7}
=2




47

The secondary data desired consists of calibration voltages,
temperatures and relative wavelengths, As a minimum, zero and full
scale with two intermediate steps were chosen for the calibration vol-
tages. In addition, two temperatures were required, and the one voltage
proportional to the sampled wavelength, making a total of twelve pieces
of information to be telemetered. It is not necessary to telemeter tem-
peratures and calibration voltages at the same rate as was chosen for
th.e primary data, but the additional subcommutation routine necessary
to telemeter this information every nth set of intensity data would have
introduced additional circuit complexity. Instead it was decided to
introduce a simple alternating subcommutation scheme in which two
calibration voltages and two temperatures would be telemetered on an
alternate basis. This will be explained more thoroughly later. The
result was that ten pieces of information were required to be telemetered
during each full cycle of instrument operation. With a basic two-second
period, the PAM pulses have a duration of 0.2 seconds corresponding of
a pulse repetition rate of S pps., a figure compatible with the subcarrier
being used. An intensity sampling period of the order of 0.8 seconds is
then available as will be shown,

The following basic steps are accomplished during each complete
instrument operation cycle (refer to Figure 11):

1. Generation of a clock pulse which governs all instrument
functions.

2. Generation of gate-on, gate-off and reset pulses which con-
trol the read, display and set-to-zero times of the decimal
counting units,

3. Generation of the synchronizing and driving pulses for the
subcommutator system,

4. Generation of the pulses which control the advance of the
exit slit driving cam,
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As indicated, the synchronization of the entire electronic system
is governed by a so-called clock pulse which is produced by a compen-
sated unijunction oscillator. While the frequency of the clock may be
arbitrarily chosen, it need be no higher than the highest pulse rate re-
quired for any function within the system, The highest pulse rate
required is that which drives the subcommutator system which will be

discussed later, It suffices now to say that this rate is the 5 pps. rate

mentioned above. All other functions occur at slower rates. The
accuracy of this pulse rate is not critical since it is assumed that ab-
solute timing will be obtained from satellite time. The clock needs only
to be stable,

Referring to Figure 11, it will be noted that the clock pulses are
numbered in sequence starting with an arbitrary zero. It is assumed
that this zero is coincident with the pulse which resets all decimal
counting units to zero. Clock pulse "1", through other circuitry, (see
Figure 12), generates a gate-on signal which opens the input to the
decimal counting units so that the shaped photomultiplier output pulses
are fed to them. This gating signal consists essentially of a clamp on
the Schmitt trigger circuit, Figure 9. Its removal enables the trigger
circuit to function, Otherwise, the trigger is clamped in an "on" con-
dition and can conduct no pulses, At the end of the "read" period, 0.8
sec. in this case, the input is gated off and the accumulated pulse
count remains stored in the decimal counting units for readout,

Since there are five decimal counting unit outputs to read, a
total interval of one second, out of an available "off" period of 1.2
seconds, is required to sample their outputs. During this one-second
period, the subcommutator samples the counting unit outputs in sequence,
starting with the highest order (1 0-4). At the end of this period, 2.0
seconds from the "0" pulse, the counters have been read out and are
reset to zero for a new set of data.

During the one-second period in which the counters are set to

zero and are accummulating pulses, the secondary data is sampled by
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the commutator. Referring to Figure 11, it is seen that the secondary
data is telemetered in two alternate sets as mentioned previously. One
of these consists of five calibration voltages including zero and full
scale, The alternate set consists of zero and full scale with the three
intermediate calibration voltages replaced by two temperatures and the
relative-wavelength voltage. This sub-subcommutation sequence is

obtained as shown in Figure 14,

Scanning Motor Driver

During the period the counters are gated off and are being read
out, the exit scanning slit is advanced to its next position for the next
set of data. This is accomplished by the generation of a pulse coincident
with clock pulse, "5", which drives the stepping motor to its next pos-
ition. As indicated in Figure 11, the motor is actually advanced two
steps during each cycle of operation. This is due to the torque char-
acteristics of the stepping motor. Improved operation is achieved in this
particular case if the motor is advanced by 30° steps at a 100:1 gear
ratio to the driving cam. However, 0. 6° steps are required at the
driving cam. Therefore, the motor is stepped twice during each cycle to
advance the driving cam the requisite 0.6°, and motor driving pulses
occur at “o", "5", "10", "15", etc. It will be noted that the scanning
slit is advanced only when the counting units are gated off,

The stepping motor contains 12 driving coils which are connected
(see Figure 13) in three sets of four each. One set of four coils is ener-
gized at the initiation of each step. It will be noted that a given set of
coils is energized every third step and that the polarity on each set re-
verses each time it is energized in order that the sense of the driving
field may be correct., To accomplish this, the motor driving pulses are
fed to a ring-of-six, each stage of which drives a corresponding flip-
flop. The motor driving coils are connected between flip-flop pairs in

such a way that coil polarities reverse alternately.
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Subcommutator

The subcommutator is derived basically from a circuit developed
at Ball Brothers Research Corporation. Fundamentally, it consists of a
éeries of double-pole, double-throw latching relays which are driven by
an external control voltage in such a way that the driving pulses are
transferred from one relay to the next by the relay contacts themselves
(see Figure 14). The other pair of contacts on each relay is used to
connect the common output line sequentially to the various voltages to be
telemetered. Of importance is the synchronization of the subcommutator
with the read-in, read-out cycle of the counting units. The counter con-
tents must be read out during the period that the counters are gated off.
To accomplish this, a synchronizing pulse corresponding to clock pulses
"5", "15", etc., is fed to the reference relay once each cycle to insure
that the sequence always starts at the correct position. Because the
driving pulse is handled by all previously actuated relays in any one
cycle, the completion of one cycle starting with the reference relay will
result in all relays being in the proper position regardless of the initial

relay configuration,

Temperature and Calibration Voltages

Temperature is monitored at two locations within the instrument in
order to know that the gradient between the locations and the overall tem-
perature are within acceptable limits. The temperature is sensed by bead
thermistors in a passive circuit (see Figure 15).

Calibration voltages are obtained both from batteries and from the
regulated supply. At the same time the telemetry system was determined
as outlined above under Data Electronics, a further requirement of the
so-called analog system was that the telemetered output range between
4,00 and 9.00 volts, The requirement was fixed in the telemetry system,
and it was necessary to abide by it. Therefore, the "zero" level in the

telemetered output is at 4. 00 volts, This reference as well as the 9.00
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volt full scale reference is obtained from the regulated 12-volt supply
included in the instrument, The remaining three ca..oration voltages are

obtained from mercury batteries,

12-Volt Regulator

The prime power supply in the satellite is an unregulated one pro-
viding nominally 18 volts., To provide a regulated voltage for critical
circuits and to provide a full-scale telemetry voltage, a series-type
voltage regulator is used (see Figure 15). The output of the regulator is
set at 12 volts, this being a figure compatible with circuit requirements

and the prime supply specifications,

ALIGNMENT AND CALIBRATION

Alignment of the spectrophotometer--that is, the positioning of the
optics so that the entrance path axis of the instrument is properly aligned
with the satellite pointing control and the final image is properly positioned
relative to the scanning slit--is accomplished in two main stages. In the
first, reference points are calculated which make possible the use of
visible light to effect a crude alignment of the internal optics, that is,

G,, and the echelle grating. Similarly, G

2 1
calculation or, more easily, by ascertaining that its normal passes through

is pre-positioned, either by

the entrance slit, The proper rotational position of G1 about its normal

is determined by photographing the spectrum produced by it at the entrance
slit and adjusting it accordingly. Actually, this last adjustment is not
critical, In finally aligning the instrument to a pointing control eye

block, fine adjustment is made in the orientation of G, so that ultimately

1
its normal may not be positioned exactly on the entrance slit,

The second sten of the alianment gpplics cnly 10 G S, aund ilie
echelle and is extremely dependent upon good fortune at best. The visible
light alignment is presumed to place the final image somewhere on a

film holder that is used in place of the scanning slit and photomultiplier

for this purpose. If the pre-alignment is done carefully and if all optical
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surfaces are good, the HL-a image--or at least an echellegram in other
wavelengths--is visible. However, because of the 4X optical lever

existing due to G,, being used twice, the critical angle of incidence of

the echelle gratinzg, and the unpredictable behavior of even a new grating
in the far ultraviolet, this is not always the case. A step-by-step
alignment of G2 and the echelle is nearly impossible because no inter-
mediate images are formed in the system. To complicate the matter
further, the absence of an image at the final image plane can be the re-
sult of any one or combination of several possible causes.

Once an echellegram, and finally, the HL-a image are obtained,
final alignment consists of fine-focussing with G2 and translational
positioning of the image to a predetermined point which coincides with
the mid-position of the scanning slit.

Intensity calibrations of the spectrophotometer have not yet been
put into practice although the procedure has been worked out in general.
The primary difﬁculfy is that of monochromating. In order to calibrate the
instrument as a unit, monochromatic, collimated illumination is required.
Source limitations and increasing difficulty as more optical surfaces are
interposed make a collimated beam of monochromatic HL-a difficult to
obtain,

As a result, it is felt that a combination of film and ionization
chamber calibration is probably the most satisfactory. Using this method
film is calibrated by means of a nitric oxide filled ion chamber fitted
with a lithium fluoride window in a separate monochromator. Then the
calibrated film can be exposed at the entrance and exit slits of the in~
strument and the optical efficiency of this portion of the instrument de~
termined. The efficiency of G, can be determined separately and the
overall efficiency then determi;led.

A second method consists of measuring the total incident intensity

that lies in the wavelength band defined by the nitric oxide ion chamber

characteristics and determining that portion due to HL-a by comparison
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with a spectrogram of the source and a wavelength calibration of the ion
chamber, The intensity at the final image can then be determined either
by means of calibrated film or by means of the nitric oxide ion chamber,

The Resolving Power

The optical system of the Lyman-alpha spectrophotometer produces
at the plane of the exit slit an image of the entrance slit that is of unit
magnification, If the entrance slit were to be illuminated by incoherent
monochromatic light (as by projecting an image of a monochromatic sun
upon it) the response of the instrument as the exit slit traverses the image

of the entrance slit would be given by (if diffraction effects are neglected)

o0

Fy) = [ g&h(y-x)dx, (1)

-00

where -

4 i i

glx) = 1,-7<x<2— (2)

A
L0,x>2

represents the distribution of intensity in the image and

' de
0, z= (Y-X)<-—§-

de
> (3)

d
h(z) = 1, -5<z<

de
kO, Z>‘2—

represents the exit slit,
Equation (1) represents the convolution of two rectangles of unit
height and of widths de and di' We are here interested only in the case

de = di since the entrance and exit slits have the same dimensions. In
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this case then the function F(y) is an isosceles triangle of unit height
and of base 2d where d is the common width of the entrance and exit
slits,

In the absence of aberrations and of diffraction effects equation
(1) would be the transfer function of the spectrophotometer aside from a
normalization factor dependent upon the reflectivities of the optical sur-
faces. There are, however, two sources of diffraction effects which in-
fluence the shape of the instrument transfer function,

The first of these is the Fraunhofer diffraction pattern of the
limiting aperture of the system, In the present case the half width of
this diffraction pattern, e = A/L = 10-4cm, , is sufficiently small com-
pared to the half width of F(y) in Equation (1) (equal to the slit width
which is 17 x 10_4 cm,) that for the present purposes we may neglect the
broadening of the F(y) by this cause,

The second diffraction effect which influences the shape of the
recorded spectrum is the single slit diffraction pattern of the echelle
which is given by

/US>,
sin°\ 5 / , S=0.614- 10 3cm. (4)
s 2
o/
The distance between the first two zeros of this function is
Ao
20 =2 =
and, since the focal length of the instrument is f = 50 cm., these two
points on the exit slit plane are separated by a distance equal to approx-
imately Z cm, Two orders appear within the ceniral maximum of ine singie
slit pattern with one order closer to the center of the pattern than the
other (Figure 16). For measurements on the profile of Lyman-alpha from
the laboratory source (Figure 16) the correction introduced by the single

slit pattern amounts to, at worst, the introduction of a 3% difference in
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the amplitudes of the two peaks which are separated by 0.1 Z\ For the
purpose of the present section, the correction for the single slit pattern
can be ignored although in the reduction and interpretation of the solar
Lyman-alpha line (which is much wider) the correction is significant and
must be considered.

In the absence of aberrations the above would suffice to give in-
formation about the instrument profile and its resolving power sufficient
for most purposes. However, aberrations are not absent even though it
is impractical to predict or measure them, It is the usual practice in
spectroscopy to determine the instrument profile by equating it with the
observed profile of some spectral line for which it can be safely said that
its width does not appreciably exceed the natural line breadth, In the
case of the present instrument the available spectral range is small
(1.5 Z\) , thus limiting the number of lines available to one-~the Lyman-
alpha line itself,

If the exit slit and its scanning mechanism are removed it is
possible to insert a piece of film in the plane of the exit slit and observe
portions of several cycles of the echellogram (Figure 2), This was done
in the hope that some of the lines thus observed would be narrow, The
narrowest line found, using a Geissler capillary discharge, was a line of
NTat1199,5 11 However, the width of this line was found to be approx-
imately 0.065 11 and, therefore, much too wide for our purposes. It is,
also, slightly wider than the central absorption core of the Hydrogen
Lyman-alpha emission line from the source. This absorption is caused
by atomic hydrogen escaping from the source, In all tests the absorption
had a flat bottom, indicating the presence of a large amount of absorbing
hydrogen in the optical path., Even so, it appears that this central
absorption core is the narrowest line that we were able to observe with
the spectrophotometer and although we know neither the temperature nor
the optical depth of the hydrogen it is, at present, all we have with

which to determine the instrument profile.
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For one (the upper or better) limit on the instrument profile we
can take the geometric profile derived above, There is no cause to sus-
pect that any physical cause or source of error, other than an error in
the setting of the widths of the entrance or exit slits, could tend to make
the true instrument profile narrower than this ideal, The desired width of
the slits was 17 microns and the actual settings achieved were within
+ 0.5 micron of this, Therefore, the error in our knowledge of the slit
widths is not a significant factor.

To get the estimate of the lower (or wider) limit of the instrument
profile we have no choice but to make some reasonable and safe assump-
tions on the shape of the emission line from the source and of the shape
of the absorption core and then to derive an estimate of the instrument
response to compare with the laboratory observations,

Let us assume that the main emission line has a Doppler shape of
half-width 2ZAAm, viz;

I [ (- Ao)z -
L

= = - —= . 5
1o = (A)\)Z J ©
m

From the solution of the equation of transfer for coherent scattering in a

(2)

reversing layer let us take for the residual intensity

R 1

=— (6)
ATl +3/4T)\'0

where T o is the optical thickness of the reversing layer, This is given
by

= f n, s, dh= N N (7)
witeie 5, is thc akcorption coefficient referred to one atom and N, is the

A H
2
total number of absorbing atoms per cm column,

We can take the absorption coefficient to be determined by

Doppler broadening for AA< 3AX_ and by radiation damping for Ax> 3AAD.

D

The corresponding expressions for T o are
z
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2
()t-).o) :
Doppler S N, =X exp {- (8)
i 2
A ° (ary) ]
2
MO
Radiation Damping SA Ni =X, — (9)

by’

Values of S)\/Sho for use in Equations (6) and (7) are taken from table A, 4
of "Theoretical Astrophysics" by Ambartsumyan.

For A= Ao the laboratory data shows a residual intensity that can
be roughly estimated to be of the order of 5 to 10% to be on the safe side,
assuming that the finite width of the spectrophotometer causes some
filling in of the reversal and recognizing the uncertainty of the background
correction let us assume the values 5% and 10% for the residual intensity.
Thus

1 1 0.05

A0 1+3/4 ShoNi 1+ 3/4 Xo

R (10)

0.10
from which
25,33

16

Having made these assumptions it remains only to select the temperature

to determine the Doppler width ZAAD in

A [ZRT
A}\D - C \/ m (n)

For T = 300° K, A)\Dz 0.01 11 for hydrogen and ttole absorbing gas is
certainly not cooler than this, For A)\D = 0,02 A the corresponding tem-
perature would be 1200° K, From the laboratory data it appears that
0.05 ;LS_ A)\mg 0.01 ;\ The assumed profile of the laboratory line with

absorption is then given by
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1 coaea?
o =RAexp‘_-—-—2 J:T(A). (12)
o (Ax )
m
For any wavelength setting of the exit slit the flux passing through the

slit is proportional to the convolution integral

w0 AX

Ey) = [ oIm)dx= [ °wEI(y+x)dx (13)
“eo0 ~AX
S

since w(x) = 0 outside the range -A)\S< x < A)\s, as will be shown below

In the absences of any better knowledge, we will assume that
the transfer function w(x), of the spectrophotometer is of unit amplitude,
triangular in shape and of base ZAAS where A)\s may be greater than the
ideal geometric value determined by the widths of the entrance and exit
slits (0.01 A in our case).

Values of the resultant "profile" equation (12) as "smeared" out
by convolution (according to equation 13) with an assumed triangular in-
strument profile have been calculated for several sets of values for the
four parameters at our disposal. The best fit to the laboratory data thus
obtained is shown in Figure 17 and corresponds to the values

AX_ =0.015 A,
AX = 0.018 A,
AX_=0.080A,

X
o

I

16 (Equation 10).

The set of values

AX =0.020A4,

°
A
-7

AX_ -0.01

o

Ax_=0.080A,
m
X =25.33
o

also gives a reasonably good fit to the laboratory data as is shown on
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Figure 17. The value A)\m =0.08 ;\ gives the best fit to the data at
large values of A —AO, (as shown in Figure 18) where the choices of Xo,
AAS and A)\o have little influence, and is probably a good choice.

If the movable exit slit mechanism is removed from the Lyman-
alpha spectrophotometer a film holder may be inserted in such a way that
an image of portions of several cycles of the echelleogram may be re-
corded (see Figure 2). In this way several lines of Nitrogen I having a
wavelength close to Lyman-alpha have been detected. The narrowest of

these appears to be the N_ line at 1199,.55 A, When the film was meas-

I -]
ured on a microdensitometer, its apparent width was ZA)\Nz 0.065A, If

we make the assumption that the Lyman-alpha line and N_ line are pro-

I
duced in the same part of the discharge and that their true half widths
would be expected to be in the ratio of the square roots of their atomic

weights, we would have
A)\N =v14 A)\m =0,03A4,

This is probably not too safe an assumption. The NI line is relatively

weak compared to the Lyman-alpha line. The discharge is probably

optically thin in the N_ line while at the same time being optically thick

1
in the light of the Lyman-alpha line. Thus on the average the N_ line

may have been produced in a hotter and denser portion of the disIcharge
while on the other hand the Lyman-alpha light may have been subject to
radiation broadening because of factors not similarly affecting the NI
line,

The shape of the NI line is shown on Figure 19. The slit of the
microdensitometer may be considered to take the place of the spectro-
photometer exit slit so that the line shape measured in this way is about
the same as would be obtained with the unaiitereu instrument if its
wavelength could be extended to include the NI line. Also shown are
three curves computed by the convolution or smearing of a Gaussian pro-
file of half width A)\N =0,03 ‘OA with triangular transfer functions of

half-widths A}xs =0, 0.015A and 0.025 A, It is seen that the best fit

e
mﬁ.ﬂ.wi_ o
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is obtained with A)\s =0.015 lo\, but it is also apparent that the fit is not
very sensitive to the choice of parameters,

The above attempts to gain information about the effective instru-
ment profile lead one to the conclusion that it is fairly well represented
by a triangular function with a half-width A)\sz 0.015 ;\ if this is so,
the resolving power of the spectrophotometer on the Rayleigh criterion
would have been 1. ZAAS’: 0.018 Zl., while on the Sparrow criterion it
would have been 0,015 A, This is certainly adequate to resolve the deep,
narrow central reversal reported to exist in the solar Lyman-alpha line
by Purcell and Tousey (3) who report, after correction for an instrumental
half-width of 0.03 ;X , an apparent core width of 0,025 to 0.03 Z\.

The laboratory data of repeated scans of the Lyman-alpha line
emitted by a Geissler discharge source has not been corrected for possible
variations with exit slit position of the scattered light background. If
we assume uniform distribution of scattering centers over the surfaces
of the echelle and the grating G2 it can be shown that‘, over the region
of the exit slit scan, the light scattered on the first and second passes
at G2 is uniformly distributed while the light scattered at the surface of
the echelle, the largest source of scattered light, is not uniformly dis-
tributed so that a correction for its variation over the exit slit plane
could be significant. On the other hand, there is no particular reason
to expect that the distribution of scattering centers will be uniform. As
of the date of this report we are attempting to devise methods of mapping
the light scattered from the surfaces of GZ and the echelle so that an
empirical but meaningful correction for the variation of scattered light
can be made but, so far, we are not satisfied with the results.

The discussion of resolving power given above is sufficient to
impart the belief that the resolution oi ihe instrument is not too far from
that desired and that it probably lies in the range 0,015 to 0,020 1:
However, the curve fitting process rests upon the choice of a set of

values for four parameters (A)\S,A)\ A)xm, & XO) as well as assumptions

DI
of the general shape of the line, With so many parameters at one's
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disposal almost any reasonable experimental curve could be reasonably
well matched. Thus, although the above treatment is reassuring, one
cannot place too much faith in it, A better approach would be to
illuminate the spectrophotometer with a source having a continuum in the
1216 A region, so that an absorption cell containing a known amount of
atomic hydrogen could be placed in the beam, We are not yet equipped

to do this but, hopefully, we will be before the next instrument is flown.,
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CHAPTER V
ROCKET~-BORNE HL-a SPECTROPHOTOMETER

Associated with the satellite-borne spectrophotometer program
was the intention of flying a model of the spectrophotometer in an Aerobee
sounding rocket using a solar pointing control described elsewhere in
this report. Such an instrument was constructed and flown with partial
success in July 1962, As nearly as possible, the rocket model was made
identical to the satellite model in order to maximize the "proof-test" con-
cept of such a flight. As a result, no basic changes were made in any
critical functions. There are differences between satellite and rocket
environments, however, which necessitated accommodating modifications
of the spectrophotometer,

Perhaps the most obvious difference is that of duration of flight
time. Other than being of indefinite duration, the design of the satellite
spectrophotometer was predicated upon an approximate 90 minute orbital
period, and of this it was assumed that approximately 60 minutes would
be spent in sunlight, As stated previously, a nominal ten-minute scan
period was selected so that the HL-« line could be scanned some six
times during any one orbital period. In contrast the total duration of the
flight of an Aerobee-Hi rocket is approximately 8 minutes of which about
5 minutes are available for data taking in the solar ultraviolet. Expected
intensities and consideration of maximum allowable subcommutation rates
in the instrument led to the selection of a 100-second scanning period
50 that thice Compleie scaus ol iile OL~u proiile could be obtained during
the flight,

The actual modification of the instrument to operate at the higher

rate (six times that of the satellite instrument) involves only a change in
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the clock rate and a minor change in the scanner motor driving circuit,
Thus the basic clock rate is 30 pps. rather than 5 pps.

The only other modification of the instrument was in the mechanical
design. The physical length of the satellite model is approximately two
inches greater than the maximum that can be accommodated in the Biaxie!
Pointing Control., The other two dimensions are satisfactory, In making
the instrument two inches shorter, it was necessary to rearrange mainly
the electronics units. In so doing, the plane echelle grating was moved
forward approximately ten centimeters, The effect of this change was
not measurable, and indeed resulted only in a very small change in in-
tensity at the final image plane. Figures 20 through 23 are photographs

of the instrument and its components,

BIAXTAL POINTING CONTROL

General Description

The solar Lyman-alpha profile experiment was accomplished by
means of an Aerobee 150A type rocket with a biaxial solar pointing servo
as a payload. The entire make-up of the payload is shown in Figure 24,
The pointing servo is a device which, when attached to an Aerobee rocket,
continually orients an instrument in the direction of the sun during the
entire rocket flight. The device is a biaxial servo system in which
infrared sensors, or eyes, detect any error in the instrument orientation,
This information in turn is fed to both the Azimuth and Elevation drive
systems which correct the error. Basically, the system is designed to

have an accuracy of about 1 minute of arc.

Instrument Size and Mechanical Limitations

The servo design is rather versatile in that it can accommodate
instruments of various sizes and shapes. The maximum allowable weight
is 35 pounds and the maximum allowable moment of inertia about the axis
of rotation is 4000 lb—inz. The allowable instrument size is shown in

Figure 25,
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Normal Operation During Flight

The operation of the pointing control is completely timer con-

trolled, The timer is started at take-off by means of an acceleration

switch, This switch also locks-in the operation of the telemetry system.

The sequence of events during flight is as follows:

1.

2,

(60 sec.) The azimuth servo system begins operation by "locking on"
in a position with the front side of the nose cone facing the sun.

(70 sec.) The doors covering the instrument cavity are ejected and
the elevation servo system begins operation.

The instrument is rotated out of the cavity and points in the general
direction of the sun.

(80 sec.) The fine or high gain sensors take over and orient the
instrument at the sun to about + 1 min. of arc.

The instrument remains pointed up over peak and down to about an
altitude of 200,000 ft, at which time the aerodynamic forces become
too great to allow pointing,

The Servo System

The block diagram at the servo system is shown in Figure 26,

Error Sensors:

Both the azimuth and elevation systems have the same type of
error sensors. There are two sets of sensors for each system, The
coarse sensors have a cone of vision of nearly 180° and are used
primarily for target acquisition. There are two coarse eyes from which
the bi-plexed signal is nearly a sine function of the error angle,

Sc = A sin# (proportion signal for rough acquisition)

The servo damping signal is derived from the proportional signal only
in the quadrants adjacent to the zero error position by feeding it
through a diffeireniiating nctwerk as followa:

S =A sing
c

ds
—a-ég = A cosf, (-90°< 0 < +90°) (Servo damping signal)
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For small error angles this derivation provides a satisfactory damping
signal nearly proportional to the angular velocity of the instrument
The course eye gain for § = 0° and A = 25 volts is shown to be
dSc
rrik A cosf =25 volts/rad = 0. 44 volts/degree,
The fine error sensors have a cone of vision of only a few degrees
with the signal as a function of error angle being nearly linear for
error angles of +1°,

Sf=B0, (-1° <8 < +1°)

For normal conditions, B = 90 volts/degree = 1,5 volts/min.

Again, the derived differential signal can be used satisfactorily
for servo damping within the linear region.

These coarse and fine eye signals as a function of error angle are
shown in Figure 27,

The error sensors are designed to operate at 0,86 micron wave-
length because this is nearly at the peak response of the cadmium
sulfate crystals and because the atmospheric attenuation at this
wavelength is at a minimum, about 20% at 5000 ft. altitude, making
it easy to adjust for optimum servo performance by means of ground
testing (Figure 28),

Error signal integration is used to detect and compensate for
errors due to coulomb friction,

2. The servo amplifiers are vacuum tube type push-pull DC amplifiers
with common mode rejection for improved stability.

3. The mechanical drive system makes use of electro-mechanical clutches.,
The torque exerted by these clutches is proportional to the field
current.

Flight Statistics (See also Figure 29)

Payload Weight 207 lbs
Instrument Weight 37.3 1bs

Instrument Moment of Inertia (elev, axis of 2
rotation) 3767 lb-in
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FIG. 28

BIAXIAL POINTING CONTROL SENSOR
SPECTRAL CHARACTERISTICS

TRANSMISSION SPECTRUM
ATMOSPHERIC WINDOW OF THE ATMOSPHERE

(I3.7mm. OF PRECIPITABLE
WATER) —

SPECTRAL RESPONSE
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TRANSMISSION CURVEI \
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WEIGHT : 37 Ibs. 40z.
MOMENT OF INERTIA:

P = 6.48sec.
I; = KP? = (108.8)(6.48)° = 4570 Ib.—in®
I; = I; - I, =4570 -(13.38)(7.75)° = 3767 Ib.—in?

FIG. 29 HL—Q ROCKET SPECTROPHOTOMETER
PAYLOAD SPECIFICATIONS
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"X" Time 1639 App.
Solar Time
Burn Out Time 50.8 sec,
Peak Time 244 sec,
Peak Altitude 213 Km,
De-Spin Time 51 sec,
Roll Rate 1.5 ps.*
Yaw Angle 29° @ 5° **
Zenith Angle 161/2° £2°
Azimuth Angle 46°+10°

* The roll rate was initially set for 2, 0 rps with the yo-yo de~spin
reducing the final value to 0.8. It has been determined that only one of
the de-spin weights was released permitting the role rate to go to 1.5
rps. This failure did not seriously affect the outcome of the flight in
this particular case. The roll rate information was obtained by a solar
eve on the un-oriented section of the rocket,

The fuel and oxygen valves were closed by command at 54 sec.
to eliminate contamination of the atmosphere around the rocket during
the experimental period.

** The rocket aspect was determined by generation of the inter-
section of two cones. One is the cone determined by the angle between
the rocket axis and the solar vector and the second is the cone deter-
mined by the angle between the rocket axis and the magnetic vector by
the use of nose~cone mounted magnetometers,

ROCKET INSTRUMENT FLIGHT

A spectrophotometer modified as described for flight aboard an
Aerobee rocket was flown from Wallops Island, Virginia, on 24 July 1962,
Two launch times were scheduled, one in the morning, and an alternate
in the afternoon. High tower-exit winds forced cancellation of the morning
shot, but the rocket was launched the afternoon of the 24th without in-
cident. The pointing control used and its behavior during the flight are

described elsewhere in this report. The success of the flight must be
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evaluated from two viewpoints. These are: 1) the test objective which
necessitated a rocket flight being made, and 2) the ex;;erimental objective
for which the spectrophotometer was designed, Briefly, the spectro-
photometer performed excellently in all but two respects. An apparent
high-voltage discharge associated with the photomultiplier power supply
resulted in the loss of 153 seconds of data gathering time of the total
316.6 seconds available. The second malfunction is not as clearly de-
fined, but there is some evidence that the pre-dispersion grating, G1 ,
became misaligned by approximately 20 minutes of arc at some time during
the launch phase with the result that the observable intensity was re-
duced by a factor of three,

The following is a log of major events which occurred during the

flight and their times relative to the Aerobee launch:
EVENT REL. TIME (SEC.)

1. Lift-off of Aerobee 0.6

2, Spectrophotometer entrance door energized and
electronics turned on 73.2

Spectrophotometer entrance door open 77.4
High voltage primary on 89.2
High voltage on 97.4

3
4
S
6. High voltage off (high counting rates prior to this time) 234.1
7
8
9

. High voltage on momentarily 241.3
. High voltage off 241.3
. High voltage on 249.4
10. First usable data point 250.4
11. Scan reversal at 1217.243 293.5
12, Central absorption core center 345.5
13. Scan reversal at 1214, 24 11 393.5
14, High voltage off (high ambient pressure on re-entry) 414.0
15, Aerodynamic load, turbulence 414.0

16. Commutation stopped 427.9

i R A e e

AR
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17. Instrument cable burned off , 434.2

18. Beacon signal out 437.4

As shown in the above table, no data was obtained until 250
seconds of the flight had elapsed. At this time, the photomultiplier
supply voltage came on and remained on for the remainder of the flight.

It is assumed that a high-voltage discharge was taking place during the
first 153 seconds of the data-gathering time although there is some evi-~
dence that an ion-feedback condition also prevailed in the photomultiplier
causing a relatively high and ermratic counting rate. These conclusions
are supported by the following observations:

1. During much of this period, the outputs of the decimal courit—
ing units were being sampled while they were counting pulses from the
photomultiplier. Similar behavior was observed in the laboratory several
times when the test chamber pressure was allowed to become too high.
This would indicate that the electronics was not synchronized, that inter-
ference from a discharge was opening the counter gate, or that pulses
from a discharge were entering the counters directly. The first possibility
is not likely because all other functions, and specifically the relay sub-
commnutator, wcre behaving properly, Any interference with synchronization
would have interrupted the commutation sequence. The last possibility is
also unlikely because the counting rates observed and the total number
of counts the counters had registered at the times they were sampled
made possible the calculation of the time that the counters had been
gated open, Several calculations of this time showed that it was nearly
always 0,066 seconds prior to the time they should have gated off, In
addition, the counters always reset, presumably at the end of the
"read" period as planncd, Therefore. the phenomenon was repeatable
indicating that some synchronization existed, The evidence then points
to interference with the counter gate causing it to open prematurely at a

specific time. No reason is known for the existence of this specific time,.
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2., Perhaps contrary to the reasoning above is jche fact that at
times during this period, the instrument was evidently functioning
properly--that is, synchronized operation obtained--except that the ob-
served counting rate tended to be high and constant. This condition is
observed to exist when ambient gas pressure is too high.

3. Further evidence is presented by the operation of the pro-
tective high-voltage shut—-off circuit, It is known that it operated through-
out the flight though apparently the total of the discharge current was
below its threshold much of the time, Much the same behavior has been
observed in the laboratory. Unfortunately, due to a lack of time, it is
not known why nor under what conditions the observed phenomenon could
occur without triggering the shut-off circuit, Its characteristics were
positive insofar as being triggered by excess current was concerned,
However, the fact that it did shut the high-voltage off finally during
this period seems to indicate that excess current was being drawn from
the power supply.

When the high-voltage finally came back on at 249,4 seconds,
instrument operation appeared to be normal and remained so until the
erratic operation just before the beacon signal was lost,

The most probable cause of the malfunction is local outgassing in
the instrument, This would be due to absorbed gases and water vapor.
The instrument was kept sealed in a can containing dry nitrogen when-
ever it was possible, but it was exposed for several hours to high-humidity
conditions during pre-launch tests, In addition, there had been a lapse
of approximately two weeks between the last time the instrument was
evacuated and the flight, There is little doubt that these conditions
were contributory to, if not the sole cause of, the observed malfunction.

The success of the flight may be summarized by stating that the
major malfunction which resulted in a complete loss of data for a portion
of the flight would very probably not have occurred in a satellite launch

because of the greater time available for outgassing to take place.
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Therefore, insofar as considering the instrument as suitable for satellite
use is concerned, it was proven nominally satisfactory with the possible
exception of the one grating mount., On the other hand,. as will be sub-
sequently discussed, the usefulness of the primary data obtained by the
instrument is rathér doubtful. This last, however, is again ameliorated
by the fact that the main shortcomings of the data obtained are due to
the brief duration of the rocket flight, a condition that would be very
different in the case of the orbiting satellite. |

THE OPERATION OF THE YO-YO DE-SPIN UNIT

The Biaxial Pointing Control with which this rocket was fitted
works best if the spin or roll rate of the rocket is low. On the other
hand, the stability of the rocket increases with the roll rate., On this
flight it was decided that the rocket roll rate would be set to a value of
between 1.5 and 2 revolutions per second (rps) by proper adjustment of
the fins and that, by means of a de-spin unit, the roll rate would be re-
duced after motor burnout--to a value near 0.6 rps. The de-spin unit was
manufactured by Aercjet General Corp., and installed by Goddard Space
Flight Center.

The de-spin unit consists of a simple device (Figure 20) which
upon command releases two small weights, each of which is attached to
a light cable which is wrapped once around the circumference of the
rocket. When the weights are released, the cords unwind and the angular
speed of the rocket is decreased., In this particular case the cords are
released when they have been completely unwrapped and have swung
around to the radial position (angle 8 = 0 in Fig. 31).

An expression for the reduction of the angular speed may be de-
rived by considering the equations expressing the cnncervation cf cnergy

and of angular momentum,

I w =i +2mr2a (1)
o O w



FIG.30
DESPIN SYSTEM:CONFIGURATION BEFORE
RELEASE OF WEIGHT
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FIG. 31
DESPIN SYSTEM:CONFIGURATION AFTER RELEASE OF
WEIGHTS AND JUST BEFORE RELEASE OF CABLES
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1 _ 1.2 =2
2 Iowo- 2 Iw +m (r) (2)
where Io and wo are the initial values of the moment of inertial and of the
angular velocity respectively and I and w are the values at any later
time, Obviously,
2

IO =If+ 2mR ' (3)

where R is the radius of the rocket and I £ is the moment of inertia about

the spin axis after the weights have been jettisoned.

e A A .

Now r=rr +araoa, (4)
A * .

and r) ~ = 2+ Olz,

where T and & are unit vectors in the directions of increasing r and o
and the dot over a symbol denotes differentiation with respect to time.
Substituting equation (4) into equation (2) we have

I w 2 +1 w2 +2mr2+2mr2a2, _ (5)
o o f

At the moment the inner ends of the cables are detached from the rocket

the following conditions hold:

a) ~ - [a)] D -~
pPp=v,I=0_+r, and

r=0 (6)
o

where So is the length of each cable. From this moment on no further
torque is exerted upon the rocket so the angular speed at this time, in
the absence of aerodynamic torques, is the final value, Actually there
was a small aerodynamic torque still acting as shown by the small
amount of spin-up which took place over a period of about ten seconds
after the de-spin unit was activated (see Figure 32). We can now write

in place of equations (1) and (2),
2
Iowo =Ifwf+2m(SO+R) Qg (7)

and
' 2 2 2° 2
Iowo = Ifwf +2m (So + R) @, (8)

These last two equations can be solved for @, and We vielding

f
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w I-1
e 4 = 1 2 {IO~2m(SO+R)2[1+———Q——2]1/2}(9)
“s If+ 2m (So+ R) 2m(SO+R)

For this particular rocket, onI £ and the factor in the square brackets
differs from unity by less than one percent, Therefore, to better than

one-half percent we may take

w I -2m(S +R)2
f 0 0
w 2 (10)
o) If+2m (SO+R)
Using equation (3) we have finally
w I -2m (S +R)2 I.-2mS 2(1+2.SB_
f o 0 f 0 0
o Io+2mSo (1+ZS:) If+2m(SO+R)

The rocket parameters for this particular flight can now be inserted
into equation (11) and the resulting value for wi compared with that
deduced from the roll rate data obtained during ?he flight. The necessary

parameters are:

2.18-104 lb.-in.2 =6.40- 107g cm2

I =
‘o)

3
2m = 3,65 1b, =1.66-107g.
SO= 44,5 in, =114 cm,.

7.5in. =19.1 cm.

2m(S_+R)’ = 2.95:107q. cm.?
ZmSo2 =2.16g cm.z
R
1+2§— = 1.33
o
Thus, we have
Ye 6.40-2.95

w, = 5.40+2.16 -1.33 - 0-372. (12)
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If, because of some malfunction, only one of the weights were to be re-
leased, we would (by replacing 2m by m in equation (11)) obtain

w' _ _ 6,40-1.47
w_ T 6.40+1.08-1,33

= 0,630, (13)

It now remains to compare these results the roll rate data presented in
Figure 32,

It will be observed that the roll rate of the rocket (as determined
from the output of an aspect sensing photodiode located on the main
rocket just behind the rotatable portion of the Biaxial Pointing Control)
increases smoothly both before and after de-spin. This is undoubtedly
caused by the rocket fins reacting against what little atmosphere remains
at fhis altitude. In addition to a relatively smooth transition from the
higher to the lower roll rate the data indicate a rapid recovery of a small
part of the loss in roll rate occurring over a period of about two seconds.
This feature of the data is a result of the ability of the front end of the
rocket to rotate with respect to the main body of the rocket and will be
discussed later.

Because the sampling rate of the aspect eye is equal to the roll
rate of the main body of the rocket the scatter in the data points is rather
large. Each point as plotted thus represents the average roll rate over
the length of time required to complete one revolution, Smooth curves
have been drawn through the data points and taken to represent the actual
roll rate. The curves for the high and low rates have been extrapolated
as sketched in Figure 32 in order to obtain estimates of the initial and

final roll rates and their ratios. These are:

\ Set

| 2 A B
!

: 21w 1.72(rps) 1.84(rps)
|

I 2Tw 1.10(rps) 1.20(rps)
i

3 w/w 0.64 0.65
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On comparing the results given in the table with equations (12) and (13)
we are led to the conclusion that there was a malfunction of the de-spin
system with the result that only one of the weights was released, Had
both weights been released the final roll rate would have been approxi-
mately

1.8(0.372) = 0,67 rps.
which is close to the roll rate which was desired.

The portion of the biaxial pointing control which carries the
scientific instrument can rotate about the symmetry axis of the rocket.
At the time the de-spin system was activated (at approximately 51,7
seconds) the coupling between the two portions of the rocket was small
but not zero. Thus, although the front end of the rocket would be ro-
tating at the same rate as the main rocket before the de-spin system was
activated it would not slow down as rapidly as the main body of the
rocket. Since angular momentum is conserved, one would expect the
main body of the rocket (on which the aspect sensor is mounted) to slow
down to a spin rate less than the final value while the front end of the
rocket spins down to a rate greater than the final value, Then, under
the influence of the coupling between the two sections, the two spin
rates would slowiy equalize, If, for the purpose of checking this point,
we assume that the coupling torque were zero during the period (approx-
imately one second) that is required to complete the de-spin and that
only one weight was released then the main body of the rocket could

have quickly spun down to a roll rate (wR) given by

w

m 2
R 2/3 IO- 2(SO+R)
w_ m. 2, 2R °
o 2/3IO~|~ZSo (1+S:)

(14)
=0.49.
The initial roll rate at t = 51,7 seconds was approximately 1.72 rps,

Therefore the main body of the rocket should have slowed to a roll rate
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of (0.49)(1.72) = 0.74 rps, and then should have slowly increased to
the final rate of approximately 1. 20 rps at t = 54 seconds as shown by
the roll rate data 6f Figure 32. The probable behavior is sketched in
Figure 32, Although the aspect data is so coarse that the exact value of
the minimum roll rate of the main rocket can not be deduced, it is ob-
vious that the roll rate data can be explained on the basis that only one
of the weights was released and that the forward part of the rocket did
not slow down as rapidly as did the main body of the rocket,

Note: The equations pertaining to a de-spin system such as used
here have been worked out in "Introduction to Space Dynamics" by
W. T. Thomson (J. Wiley & Sons, Inc., 1961, p. 211) but the case
considered there is one in which the de-spin weights and cables are
jettisoned when the cables are tangent to the circumference of the rocket

rather than perpendicular as was the case here,



CHAPTER VI
ANALYSIS OF THE DATA OBTAINED

Calibration voltage, temperature and relative wavelength data
were obtained from the time the spectrophotometer was turned on until
re-entry heat destroyed the instrument cable, a total of 354.7 seconds.
Intensity data were obtained for 163.6 seconds, beginning 250.4 seconds
after launch at an altitude of 207.6 km,, and ending somewhat prior to
the cable destruction at 414 seconds after launch, at an altitude of
77.6 km. Uncorrected intensity data is plotted in Figure 33 in terms of
pulses per sample period as a function of time, Reliable data began
some 4,9 seconds after the exit scanning slit had passed through the
center wavelength, 1215.7 ;\, for the second pass of the originally-
planned three complete scans of the HL-a profile. Therefore the line
was scanned completely only once. The long wavelength wing was scanned
from 1215.82 A to 1217.24 A in addition.

As can be seen, the data is quite noisy due to the rather low in-
tensity being observed. In addition, there appears to be a periodicity in
the data, involving alternate data points, which is quite pronounced at
times, However, the central absorption core in HL-a is easily observed
as are the maxima of the wings. The region beginning at approximately
382, 8 seconds, which corresponds to the position of the black-out blade,
is also prominent. The half dozen or so points at 293.5 seconds appear
to be due to a noise burst from the photomultiplier,

In correcting the data, the most immediate correction to be made
is that for non-radiant background, that is, the average level indicated
while the scanning slit was occulted by the black-out blade. This

correction was made by simply averaging the level in the bottom of the
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"trough” in the region. There is no assurance, of course, that the back-
ground was constant throughout the entire valid-data interval, but this
figure must be accepted since the black-out blade region was reached
only once. (The planned sequence would have produced two scans of the
black-out blade region.) The background correction was then made using
a figure of 40 pulses per sampling period. This number was subtracted
from all data, point-by=-poing to produce a set of zero~-corrected raw
data.

The next step undertaken was the investigation of the apparent
periodicity of the data. To do this, recourse was made to the telemetry
records of the pointing control performance. The pointing control under-
went continuous perturbations in pointing accuracy during the flight, Of
the two axis of pointing, elevation and azimuth, the elevation pointing
error is the most important because of the spectrophotometer entrance slit
orientation. The entrance slit was oriented such that an azimuthal error
displaced the image of the solar disc in a direction normal to the slit,
while an elevation error displaced the image along the slit length.
Assuming an initially centered image, an azimuth error will result in an
intensity change approximately one-fourth that produced by an equal
elevation error. For small errors, this variation is negligible, An ele-
vation error, on the other hand, will result in an intensity variation
directly proportional to the magnitude of the error. Further, the constant
of proportionality will be inversely proportional to that fraction of a solar
image diameter admitted by the entrance slit, assuming that the dynamic
error limits are fixed.

A test for randomness was performed on the zero-corrected data.
The results of the test (A, Hald, "Statistical Theory with Engineering
Applications," John Wiley & Sons, Inc., 1952, pps. 338-360) indicated
that the point-by-point alternating between high and low values greatly
exceeded the expected value. Reduction of the pointing control elevation

error revealed that its frequency of oscillation was very nearly half the
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spectrophotometer sampling rate, The pointing control error varied in
amplitude during the flight, and due to perturbations, underwent occasional
changes in phase. This, coupled with the fact that the frequencies in-
volved were not exact multiples of each other, provided a good basis

for determining the dependence of the observed intensity data point am-
plitudes on the elevation error,

To determine this dependence, it was necessary to express the
observed variations in intensity data as a fractional part of the mean to
account for the intensity variation as a function of wavelength. This was
done by "eye-balling" a mean curve through the raw data points and
dividing the differences between successive data points by the corres-
ponding means. Empirically, the eye is rather adept at determining the
proper position for a mean drawn through an aggregate of points if the
absolute spread of the points is kept reasonably small, The validity of
the method is further increased if the deviations from the mean are rela-
tively small, as is the case here. It can be shown that the error in the
corrected intensity in this case is an order of magnitude less than the
error made in estimating the mean intensity as outlined above,

This fractional change was then plotted as a function of the
corresponding absolute change in elevation pointing error, As shown in
Figure 34, the variance is quite large, but a definite trend is evident.

A least-squares determination was made of a first-degree fit of the points
with the result that a constant of proportionality was obtained with which
an absolute correction could b e obtained for each data point. Figure 35
is a plot of this corrected data. The test for randomness applied to the
corrected data revealed no significant deviations, and it was therefore
2ccsumed that no cignificant correlations with pointing control behavior
remained.

From the mean of the points in Figure 34, the percent change in
apparent intensity with elevation error is 6.7 percent/minute. This

relative change in intensity can occur only if approximately one-half the
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solar diameter falls on the entrance slit. From this, it is seen that a
rotation of Gl , amounting to 8,5 minutes or 2,5~ 10_3 radians will
account for the observed dependence of the intensity on elevation error.

| While there is no assurance that G1 did not move in the azimuth
direction also, there is no apparent correlation between pointing control
azimuth error and the intensity data, It has been calculated that with
the observed errors in azimuth pointing, any azimuthal misalignment of
G, must have been less than seven minutes of arc. It can be shown

1 ‘
then that any azimuthal misalignment of G, contributed less than 10% to

the overall intensity reduction due to misallignment.

While it is known that a fairly reproducible image position-
temperature function exists, the observed temperature changes during
the flight were sufficiently small to allow these effects to be neglected.
Temperature changes of the order of 2° C. were observed during the
period when the profile was being scanned, Shortly before the instrument
cable was destroyed there appeared to be a sharp rise in the temperature
of the forward end of the instrument case,

The corrected data was subsequently handled in two different
ways. In the first, means for arbitrary selected adjoining segments of
the data were determined by leasi~squares using a scceond-deqgree fit,
Some of the segments were overlapped in an attempt to obtain means
which were tangent at their intersections. Surprisingly, the calculated
curves were tangent in several cases. The least success was met in the
vicinity of the central absorption core, as might be expected, because of
the rapidly changing intensity with wavelength and the relatively few
data points describing these changes, The resulting curve is plotted in
Figure 36,

- Of perhaps greater significance in separating actual prefile de-
tails from random variations in the data was another process which was
applied, As stated previously, the width of the scanning slit corres-
ponded to 0.01 Io\, and the scanning slit was advanced in 0. 01 A steps.

If an averaging process is undertaken in which the average of n adjacent
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data points is determined at 0,01 ;\ intervals, the resultant data represents
the intensity that would have been observed had the scanning slit been
nx0,01 Z\ wide, but advanced as before in 0,01 A steps. (This state-~
ment is not true, strictly speaking, because the averaged data was
actually determined at different times, However, the major error is in

the apparent variance of the new set of data.) Figure 37 shows the re-
sults of this process for several values of n. Figure 38 is a profile
obtained by averaging ten scans of a laboratory source., N-slit averaging
of the laboratory sourcé data is shown in Figure 39 for comparison, In-
tensity peaks in the wings of the line appear to be located in approximately
the same positions as do the intensity peaks in the flight record, although
there appears to be a shift of all these peaks toward the center of the
profile in the flight record. Unfortunately, the data is not good enough

for these observations to be significant. However, it is interesting to
note that if these "lines" are real, they are common to both the laboratory
and solar spectra, which is unlikely. If they are due to a peculiarity of
the instrument optics, they would be fixed in their relative positions,

Apparently, this is not the case,
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CHAPTER VII
CONCLUSIONS AND RECOMMENDATIONS

It is our conclusion that the Lyman-alpha spectrophotometer
represents an exceedingly important experiment both for application to
problems of solar physics and to problems of upper atmosphere geophy-
sics. As discussed in Chapter 2, the probability of detecting flare-
enhanced radiation in a satellite flight during the next few years is
slight, and it is our conclusion that there is no great point in striving
for a Lyman-alpha spectrophotometer to be flown in an OSO-type satellite
in a circular orbit during the forthcoming period of the quiet sun. How-
ever, we firmly believe that it is vitally important to fly at least two
rocket versions of the experiment (utilizing film as the recording medium)
during the next two or three years to confirm the results of the two 1962
profiles (one by Tousey, one in this work) and to establish definitely
whether or not the profile is indeed different during the quiet sun period
" than it was during the 1959 flight of Purcell and Tousey. There are
strong indications at the moment that the profile has indeed changed.
The two rocket flights would serve to confirm the change and establish
the quiet sun profile for reference in later years when solar activity
increases.

During thé period when the instrument is being redeéigned and

flown as a rocket instrument it is our recommendation that work be con-

flight, The preferable mode of flight would be in a satellite having a
highly elliptic orbit, hopefully eventually going to heights of at least
80-100 earth radii, In the absence of the opportunity to fly such an

instrument in a satellite in a highly elliptic orbit, it would be desirable
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to instrument a deep space probe with the pointing control for an attack
upon the geophysical problem,

Of course, during the period of rising solar activity even install-
ation of the instrument in a satellite with a circular orbit would be
worthwhile, since this would yield information on variations in the solar
profile as well as yielding information on the altitude distribution of
atomic hydrogen at sub-satellite heights, but the advantage over rocket
flights is not so great as would be the case for a highly elliptical
satellite orbit,

SPECIFIC PROBLEMS AND RECOMMENDATIONS

In the course of the development and testing of the HL-a spectro-
photometer, many difficult problems arose. Some of these have not been
solved adequately. The solutions to others can be considered interim at
best. On the other hand, experience with the instrument has shown the
forms that many of the solutions must take, A few of the major problems

and possible steps in solving them will be covered.

Optical Problems

The difficulty of alignment of the spectrophotometer has already
been mentioned briefly, Unfortunately, it is doubtful if enough of this
type of instrument will ever be built to enable an "assembly line"
alignment process to be developed. However, a few relatively simple,
but precisely made alignment jigs would simplify the process greatly.

It is probable that such devices would pay for themselves with even one
or two more instruments of this type. |

Another area in which there is a lack of information is that in-
volving optical contamination sources, Very little is known about the
possible effects on optical surfaces of substances released from various
materials under ultra~high vacuum conditions, Some work is being done
along these lines, but there are as yet few definitive statements that

can be made to aid the instrument designer in avoiding the use of
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contaminant materials, Presumably in time a sufficient amount of infor-
mation will be compiled to allow the formulation of a few general design
considerations. Wider dissemination of the data now available would

be helpful,

_ Another serious problem that is difficult to solve, simply because
it is so awkward, is that of alignment of the optical axis of a narrow-
aperture instrument with the error sensors of the pointing control to be
used. Generally, an ultraviolet instrument has no precisely defined nor
conveniently accessible visible-light image which can be used to affect
the required alignment, The use of specified surfaces is rather awkward
because only two alternatives are available. The surfaces can be pro-
duced to match an existing optical axis, or the optical axis can be
oriented to be compatible with existing mounting surfaces. Both pro-
cedures have been used and neither is satisfactory because of practical
difficulties. Once again, alignment jigs are probably the most satisfactory
answer, However, each different instrument is a separate case which

must be solved on its own merits,

Mechanical Problems

The most serious mechanical problems encountered were base-
plate stability and rigidity, In the attempt to avoid the necessity of
temperature compensating the instrument to maintain optical alignment
and focussing a very bad stability problem was introduced by the choice
of Invar. Some success was met in heat-treating the Invar baseplate
after machining, However, it is not known whether this method is com-
pletely satisfactory.

The question of the proper treatment of Invar has become somewhat
academic because of the excessive weight and because of the essential
ban on large masses of magnetic materials in satellite instruments. A
much better solution to date appears to be one in which a magnesium
alloy is used for the entire instrument case., The difference in tempera-

ture coefficients of expansion may well be circumvented by using optical
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blanks made of similar materials. Some work is being done along the
lines at present by Bausch and Lomb Optical Company. If grating and
mirror surfaces can be placed on magnesium or aluminum alloy blanks,
the temperature coefficient problem will be lessened to a great extent.
Without the weight and magnetic material problem attendant with the use
of such materials as Invar, there is little doubt that a satisfactory
baseplate and instrument case can be made.

The mechanical design of the optics mounts, while it can be im-
proved, is generally satisfactory with the exception of the predispersal
grating mount (Gl) which is suspected of having moved during flight in
the Aerobee rocket. However, no particular problem is anticipated in
obtaining an adequate design for this position.

Classifying the stepping motor as a mechanical device, some
additional development work should be done on it to improve its torque
characteristics, and especially the control of these characteristics during
manufacture, Work done to date indicates that this should not be diffi- .
cult, However, the development of the stepping motor by this laboratory
was essentially a desperation measure brought about by the absence of a
suitable cdmmercial motor, Several were in development at that time,
and it is assumed that suitable motors of this type will be available

before long.

Electronic Problems

Other than the need for better control of emergency shut-off of
the high voltage, the electronics developed for the instrument leave
little to be desired, However, the system as developed is essentially
obsolete because of the shift of data systems to the PCM form, though
it is quite usable on rocket-borne experiments such as the oné ilown,
The PCM system is quite straightforward and should cause no trouble in

adapting it to the instrument,
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Miscellaneous Problems

Without doubt, the most time-consuming difficulty encountered
in the development and testing of the spectrophotometer was that of
peripheral equipment, This includes specifically vacuum equipment and
ultraviolet sources. The vacuum equipment problems can be summarized
under the heading of lack of adequate repair and maintenance facilities
" though no small part of the difficulty was due to the necessity of
"de-bugging" new set-ups and accessories that are an everyday occur-
ance in the development of an instrument of this nature,

Associated directly with the vacuum equipment is the crippling
absence of high-intensity sources and adequate window materials for
use with the sources. This was especially true in the case of the HL~-0
spectrophotometer because of the high vacuum needed for the nude photo-
multipliers used, Available window materials deteriorate rapidly and -
there is no intensity excess on which to fall back., Operation of the
instrument during tésting was a case of continually balancing intensity

against proper operating pressures,




